
 

  

       2020 Edition  

     GENERAL CATALOG 

Steel Sheet Piles I Combined Wall Systems I Steel Pipe Piles I H Piles I Vinyl Sheet Piles 

Tie Rod Systems I Piling Accessories I Marine Fenders & Mooring Bollards I Steel Structures  

Connector Sealant I Cathodic Protection I Trench Shield I Corrosion Protection Coatings  

Strutting System  

ESC STEEL PROVIDES HIGH GRADE STEEL PILING PRODUCTS & 
STRUCTURAL FABRICATIONS TO NORTH AMERICA 

www.escsteel.com  

 

 

An Affiliate Of:  

DOWNLOAD OUR 
APP ͺESC GROUPͻ 



 

Technical Hotline: 1-980-689-4388 I engineering@escsteel.com ESC Product Applications 

ESC PRODUCT APPLICATIONS 

PORT CONSTRUCTION, 

UPGRADING OR REHABILITATION 

TRENCH SHIELD/BOX 

QUAY WALL 

STEEL GAS RISER PIPES 

 ROAD WIDENING 

TEMPORARY EXCAVATION 

BUILDING FOUNDATION 

STEEL PIPES 

EXCAVATION 

SUPPORT 

BULK TERMINAL 

CONTAINMENT BARRIER 

BOAT RAMP 

FLOATING PONTOON 

            ISOMETRIC MAP 

TRENCH SHORING 



 

COLD ROLLED SHEET PILES 

3 Sales Hotline: 1-832-823-3436 I info@escsteel.com  ESC Product Applications 

MATERIAL 

OFFLOADING FACILITY 

SLOPE STABILISATION 

PREFABRICATED 

STEEL BUILDINGS 

BRIDGE ABUTMENT 

WATERTIGHT COFFERDAM 

RIVER BEAUTIFICATION 

ROAD TUNNEL 

EXCAVATION  

SUPPORT 

SHEET PILE PERMANENT 

BASEMENT WALL 

STEEL BRIDGE GIRDERS 

STEEL DOLPHIN MONOPILES 

SOLDIER PILE & 

TIMBER LAGGING 

SUSPENSION BRIDGE ARCH 

MARINE STEEL 

PIPE PILES 

FLOOD LEVEE 

AIRCRAFT HANGAR 



 

Technical Hotline: 1-980-689-4388 I engineering@escsteel.com 

COMPANY CERTIFICATION 

Edition 01.2020 

Contents 

ESC has achieved and maintained ISO 

9001:2015, ISO 14001:2015, OHSAS 

18001:2007 certifications for both 

supply, design and installation scopes 

related to sheet piling and piling related 

products.  

Introduction  
        History of ESC 
        About ESC 
        Engineering Team 
        Installation Capabilities  

5 
5 
5 
6 
8 

ESC Hot Rolled Sheet Piles 
        ESC-HRZ Series 
        Hot Rolled U Series 
        NS-SP Series 
        FL Series 
        Steel Grades 
        Manufacturing Tolerances  

9 
10 
12 
14 
14 
15 
15 

ESC Cold Rolled Sheet Piles 
       Project References 
        ESC-CRZ Series 
        ESC-CRU Series 
        ESC-CRM Series 
        ESC-CRW Series 

16 
17 
18 
22 
26 
28 

ESC Cold Formed Sheet Piles 
       Project References 
        ESC-BP Series 
        ESC-EU Series 
        ESC-CFW Series 
        ESC T-Series Trench Sheets 
         ESC-LSB Series 
        Steel Grades 
        Manufacturing Tolerances  

30 
31 
32 
34 
36 
38 
39 
40 
40 

ESC Sheet Piling Accessories 41 

ESC Vinyl Sheet Piles 42 

ESC Steel Pipe Piles 
       LSAW Pipe Piles 
        SSAW Pipe Piles 
        ERW Pipe Piles 
        Manufacturing Tolerances  
        Steel Grades 
        Project References 

45 
46 
47 
47 
48 
48 
49 

ESC Steel Tubular Combination Walls 
       Project References 
        Pipe-HRZ Series 
        Pipe-Hot Rolled U Series 
        Pipe-CRZ Series 
        Pipe-S Series 
        Pipe-Pipe Series 
        Pipe Pile Accessories 

50 
51 
52 
53 
55 
56 
58 
59 

ESC Steel H-Pile Combination Walls  
        Project References 
        H-HRZ Series 
        H-S Series 
        H-CRZ Series 

60 
61 
62 
63 
66 

ESC Tie Rod Systems 
        System Layout  
        Bar Sizes & Capacity 
        Accessories 
        Project References 

70 
70 
71 
73 
75 

Marine Fender Systems 76 

Mooring Bollards  77 

Cathodic Protection  77 

Coatings 78 

Connectors 79 

Steel Structures 
         Bridge Structures  
         Port & Offshore Structures  
         Prefab Building Structures  
         Other Capabilities 

80 
81 

82 

83 

83 

ESC Trench Shield Series 84 

Strutting System  87 

Watertightness & Interlock Sealants  88 

Design & Production Standards 88 

ESC HP Piles 89 

ESC Global Contact List 90 

Useful Equations 91 

       CONTENTS 



 

COLD ROLLED SHEET PILES 

5 Sales Hotline: 1-832-823-3436 I info@escsteel.com  Introduction  

           HISTORY OF ESC 

          ABOUT ESC 

The inception of ESC occurred in 1986, when the founding 

partners envisaged a wide profile sheet pile unlike other 

traditional sheet piles. ESCͻs first sheet pile was driven in 

1986, in Magnetic Island in the Great Barrier Reef, Australia. 

Since then, ESC has grown into a global piling company with 

international locations in almost every continent of the 

world. ESC Sheet Piles have successfully been used in 

varying locations, site conditions and design configurations.  

Further to simply supplying products we at ESC take a different 

approach to piling which is tailored to  the customersͻ 

requirements. ESC believes that just supplying a product is 

insufficient  and we strive to provide a level of support that is 

beyond customer expectations. This support ranges from  general 

advice on the Clientͻs options to full engineering support and 

design.  ESC has amongst its divisions expertise in marine 

equipment, corrosion, trench safety and structural steel 

fabrication.  

ESC Piles and other products are produced & designed in 

accordance with the  latest international standards  as well as ISO 

9000 Quality Management Systems. Other specific standards 

depending on the clientͻs needs can be applied on request.  

               ESC GLOBAL LOCATIONS 

ESC has designed and supplied sheet piles  to projects in  every 

continent of the world, including Antarctica. In the last decade, ESC 

has successfully diversified into structural steel fabrication, 

synthetic sheet piling, cathodic protection, mooring bollards and 

marine fender systems to provide complete engineered solutions.  

An Affiliate Of:  

ESC Offices 

Registered Agents 
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            CAPABILITIES 

ESC ENGINEERING TEAM 

ESCͻs engineering team provides a responsive service covering 

various disciplines from geotechnical engineering, civil 

engineering, manufacturing engineering and materials 

engineering. Situated in offices at all continents around the 

world, with a tight -knit communication network, ESC has grown 

a highly technical team. The experience range of each ESC 

engineer varies between 1 year all the way up to over 50 years. 

Technical qualifications include Professional engineers, quality 

control and project management certification. ESC maintains 

up- to-date cutting edge software alongside internal and 

external training.  

ESC is adept at conforming to various international design 

standards, covering European, American and other regional 

codes. On top of this, ESC is able to conform to client and 

project specific standards.  

As part of its ISO certification, ESC ensures that all 

documentation is of a globally respected standard. ESC invests 

in Research & Development all the way from inception to the 

present. With over 20 global patents, ESC prides itself on 

developing itͻs internal technology and contributing to the 

overall civil engineering industry.  

Engineering Capabilities 

V Geotechnical Analysis  

V Structural Analysis  

V Full Retaining Wall Detailed Design -  Plaxis, ReWARD, D-

Sheet  

RETAINING WALL DESIGN FINITE ELEMENT GEOTECHNICAL ANALYSIS 

    Piling 

V Sheet Pile and Combi Wall Design & Optimisation 

V Fabrication Shop Drawings 

V Project Construction Drawings  

V Front End Engineering Design (FEED) & Concept Studies 

V Project Management  

V 3D Visualisation & Animations  

V Research & Development of new materials, configurations and 

     analysis methods  

V Professional Engineering endorsement 

V Forensic Studies of failed structures  

V Global Patents in Sheet Piling Technology 

V Corrosion Protection Design 

V Structural Steel  Fabrication  Design 

V Marine Systems Components Design 

V Coating System Design 

What Our Engineers Say 

;ESC Engineers are all degree qualified and 
are well equipped to provide high quality 
engineering service free of charge to 
complement our product line.΄ 

              CAPABILITIES 

Engineering 
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                  CAPABILITIES 

3D VISUALIZATION & ANIMATION FABRICATION & ASSEMBLY DRAWINGS 

SHEET PILE PROFILE DESIGN INSTALLATION SEQUENCES & EQUIPMENT SETTINGS 

SHEET PILE LAYOUT DRAWINGS DESIGN QUALIFICATION TESTING 

FEASIBILITY STUDIES ACADEMIC PRESENTATIONS 
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                CAPABILITIES 

INSTALLATION 

ESC UAE as part of the ESC Global Group  was established in 

2007 as a manufacturing, design and construction piling 

company. It has established itself as the central information 

hub for ESC Group for piling installation works with itͻs wealth 

of knowledge and experience in the field. 

ESC UAE have been involved in various infrastructure works 

and offer a comprehensive range of piling solutions from 

design, supply and execution of temporary as well as 

permanent retention works.  

 The construction team together with the design engineers are 

well experienced to handle variable ground conditions to adopt 

suitable installation techniques and methods. These projects 

include road tunnels, pipelines, NDRC pits, manholes, jetties 

and others. ESC also have the experience in working both on-

shore and off-shore environments.  

 To meet all kinds of piling requirements, ESC have the fleet of 

necessary equipment and manpower resources plus the large  

What Our Engineers Say 

;ESC UAE is now recognized as the preferred 
supplier by many of the regionͻs top 
contractors and consultants. We are forging 
ahead to be increasingly responsive to the 
unique sheet piling requirements of the 
Middle East and Africa.΄ 

stock of sheet piles and shoring materials for carrying out the 

construction works in line with ESCͻs commitment and 

compliance to the International Standard for Quality 

Management System (ISO 9001:2015), Environmental 

Management System (ISO 14001:2015) and the Occupational 

Health and Safety Management System (OSHAS 18001:2007), 

to ensure continuous client satisfaction.  

ESC as a result can quickly mobilise supervisors or entire 

teams & equipment to sites globally if the project scope 

warrants it.  

ABU DHABI AIRPORT SHORING, UAE 

ABU DHABI AIRPORT SHORING, UAE 
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                INTRODUCTION 

ESC HOT ROLLED SHEET PILES 

BAYNUNAH ROAD UNDERPASS, UAE 

The first Hot Rolled sheet pile was manufactured over 100 

years ago.  To manufacture Hot Rolled Sheet Pile Sections, 

the raw steel material is heated to over 1200°C upon which is 

formed to its respective sheet pile profile. Plastic deformation 

to the finished shape is easier due to the higher temperature 

during forming. Various interlocks configurations and 

thicknesses in different sections of the profile are possible.  

Various construction configurations can be used for different 

applications. The interlocked sheet pile walls can be installed 

to create a rigid barrier for both earth and water. Bending 

forces and lateral pressures are also resisted by the 

combined profile. ESC can offer 4 different types of sheet pile 

which covers virtually all applications for both temporary and 

permanent usage.  

               Sheet Pile Profiles 

ESC-HRZ SERIES HOT ROLLED U SERIES NS-SP SERIES FL SERIES 

The ESC Advantage 

V Global Supply Network 

V Unparalleled Technical Support  

V Competitive Pricing  

V Free of Charge Design 

V Supplied project volumes between 8 2ͯ0,000MT 

V Full Suite of Sheet Pile Accessories 

What Our Director Says 

;ESC can offer Hot Rolled Sheet Piles from 
around the world, to enable a responsive 
service and swift delivery to your project 
site.; 

Note the lines shown above are trend- lines. The individual profiles 
may lie at points away from this line. Please see the relevant catalog 
page for exact specifications.  

ESC Hot Rolled Sheet Piles 
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HOT ROLLED Z SHEET PILE FEATURES A DURABLE INTERLOCK THAT PROVIDES 
EFFECTIVE WATER TIGHTNESS CAPABILITIES 

ESC is proud to present the new Hot Rolled ESC-HRZ Profile 

Sheet Piles. The design features interlocks that are located 

symmetrically on both sides of the neutral axis. The web is 

continuous, thus the section modulus and shear load transfer 

are optimised. The ESC-HRZ sheet pile features a durable 

interlock that provides effective water tightness capabilities. 

The profile design has a very competitive strength to weight 

ratio. Due to a deep profile, the design features a higher Inertia 

resulting in reduced deflection. This higher inertia together with 

the option of higher steel grades (430 Mpa) provides the most 

economic solution that meets the performance requirements. 

The piles are usually shipped in pairs to accommodate faster 

installation and better alignment.  

            Z PROFILE SHEET PILES 

ESC-HRZ SERIES 

ESC Hot Rolled Sheet Piles 

Steel Grades V ASTM A572 Gr.50, Gr.55, Gr.60 & Gr.65 

Length 19.7ft to 101.7ft  
Can be spliced to greater lengths 
Can be produced to project specific lengths  

Delivery Options V Single or Pairs 
V Pairs either loose, welded or crimped 
V Lifting Hole  
V By container (38.7ft or less) or Break Bulk  
V Corrosion Protection Coatings  

          ORDER OPTIONS 



 

COLD ROLLED SHEET PILES 

11 Sales Hotline: 1-832-823-3436 I info@escsteel.com  

Section  

Width  Height Thickness Cross 
Sectional 

Area 

Weight Elastic 
Section 
Modulus  

Moment of 
Inertia  

Coating Area 
(both side per pile) 

Flange (tf) Web (tw) Per Pile Per Wall (w) (h) 

in in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

mm mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

ESC-HRZ12-770  
30.338 13.554 0.335 0.335 14.42  48.9  19.4 23 157 6.43  

770 344 8.5 8.5 93 72.8 94.5 1,250 31,300 1.68 

ESC-HRZ13-770  
30.338 13.554 0.355 0.355 15.1 51.2 20.3 24 164 6.43 

770 344 9 9 97.4 76.2 99 1,300 22,430 1.96 

ESC-HRZ14-770 
30.338 13.593 0.374 0.374 15.78 53.5 21.2 25 171 6.43 

770 345 9.5 9.5 101.8 79.6 103.4 1,360 23,370 1.96 

ESC-HRZ17-700
 27.58 16.548 0.335 0.335 14.42 49.3 21.4 32 266 6.46 

700 420 8.5 8.5 93 73.3 104.7 1,740 36,430 1.97 

ESC-HRZ18-700 
27.58 16.587 0.355 0.355 15.1 51.5 22.4 34 277 6.46 

700 421 9 9 97.4 76.7 109.6 1,810 38,000 1.97 

ESC-HRZ19-700 
27.58 16.587 0.374 0.374 15.78 53.9 23.5 35 289 6.46 

700 421 9.5 9.5 101.8 80.2 114.6 1,880 39,580 1.97 

ESC-HRZ20-700 
27.58 16.627 0.394 0.394 16.46 56.2 24.5 36 300 6.46 

700 422 10 10 106.2 83.7 119.5 1,950 41,160 1.97 

ESC-HRZ24-700 
27.58 18.085 0.441 0.441 18.93 64.4 28 45 408 6.73 

700 459 11.2 11.2 122.1 95.8 136.9 2,440 55,950 2.05 

ESC-HRZ26-700 
27.58 18.124 0.481 0.481 20.34 69.2 30.1 48 437 6.73 

700 460 12.2 12.2 131.2 103 147.1 2,600 59,840 2.05 

ESC-HRZ27-700 
27.58 18.163 0.5 0.5 21 71.5 31.1 50 450 6.73 

700 461 12.7 12.7 135.5 106.4 152 2,680 61,640 2.05 

ESC-HRZ28-700 
27.58 18.163 0.52 0.52 21.75 74 32.2 51 465 6.73 

700 461 13.2 13.2 140.3 110.1 157.3 2,760 63,740 2.05 

ESC-HRZ36-700 
27.58 19.661 0.591 0.441 123.45 79.8 34.7 67 655 7.15 

700 499 15 11.2 151.3 118.7 169.6 3,600 89,750 2.18 

ESC-HRZ38-700 
27.58 19.7 0.63 0.481 24.99 85 37 71 693 7.15 

700 500 16 12.2 161.2 126.5 180.7 3,800 94,980 2.18 

ESC-HRZ40-700 
27.58 19.739 0.67 0.52 26.52 90.2 39.3 74 732 7.15 

700 501 17 13.2 171.1 134.3 191.8 4,000 100,220 2.18 

ESC-HRZ42-700 
27.58 19.661 0.709 0.552 28.23 96.1 41.8 79 770 7.12 

700 499 18 14 182.1 143 204.2 4,230 105,540 2.17 

ESC-HRZ44-700  
27.58 19.7 0.749 0.591 29.76 101.3 44.1 83 810 7.12 

700 500 19 15 192 150.7 215.3 4,440 110,940 2.17 

ESC-HRZ46-700 
27.58 19.739 0.788 0.63 31.29 106.5 46.4 86 848 7.12 

700 501 20 16 201.9 158.5 226.5 4,640 116,160 2.17 

ESC-HRZ48-700 
27.58 19.818 0.867 0.591 31.47 107 46.6 89 879 7.12 

700 503 22 15 203 159.3 227.6 4,790 120,470 2.17 

ESC-HRZ50-700 
27.58 19.858 0.906 0.63 32.92 112 48.8 92 915 7.12 

700 504 23 16 212.4 166.7 238.2 4,970 125,360 2.17 

ESC-HRZ52-700 
27.58 19.897 0.946  0.67 34.43 117.1 51 96 952 7.12 

700 505 24 17 222.1 174.3 249 5,160 130,400 2.17 

INTERLOCKING CLUTCH 

ESC Hot Rolled Sheet Piles 

                    OTHER CONFIGURATIONS 

Box King Piles (fabricated out of 2 ESC-HRZ Piles & 1 Cold Formed U Pile) 

*excludes internal section of interlock  

Box King Piles (fabricated out of 4 Z Piles)  

Jagged Wall 

ESC-9E Hot Rolled Clutch 

Interlock (compatible with all 

ESC-HRZ Sheet Piles) 
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THE MOST COMMMONLY USED U SHEET PILES IN THE WORLD 

The Hot Rolled U Sheet Pile was produced over 90 years ago  

and millions of tons of it have been used globally. The thicker  

rolled flange and interlock design enable multiple reusage 

making Hot Rolled U Sheet Piles a common choice for 

temporary works.  Utilising various profile and interlock 

designs, ESC is able to offer stock and made- to-order Hot 

Rolled U Sheet Piles available from various countries in the 

world. With stock available in ESC facilities in China, UAE and 

Japan, ESC is able to respond to urgent customer requests in a 

timely fashion at competitive prices.  

       U PROFILE SHEET PILES 

HOT ROLLED U SERIES 

WATCH ESC INSTALL ITͻS 

CORNER HOT ROLLED U 

SHEET PILE 

ESC Hot Rolled Sheet Piles 

Steel Grades V ASTM A572 Gr.50, Gr.55, Gr.60 & Gr.65 

Length 88.6ft maximum  
Standard Stock Lengths of 20ft, 30ft, 40ft, 50ft  

Delivery 
Options 

V Single or Pairs 
V Pairs either loose, welded or crimped 
V Lifting Hole  
V By container (38.7ft or less) or Break Bulk  
V Corrosion Protection Coatings  

ORDER OPTIONS 
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                   OTHER CONFIGURATIONS 

Section  

Width  Height  Thickness Cross 
Sectional 

Area 

Weight Elastic 
Section 
Modulus  

Moment of 
Inertia  

Coating 
Area (both 

sides per pile) Flange 
(t f) 

Web 
(tw) 

Per Pile Per Wall (w) (h) 

in in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

mm mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

Type II   
15.75 7.87 0.41 -  7.22 32.26 24.58 16.26 63.8 4.36 

400 200 10.5 -  152.9 48 120 874 8,740 1.33 

Type III  
15.75 9.84 0.51 -  9.02 40.32 30.72 24.92 122.64 4.72 

400 250 13 -  191.1 60 150 1,340 16,800 1.44 

Type IIIA   
15.75 11.81 0.52 -  8.78 39.24 29.9 28.27 166.44 4.72 

400 300 13.1 -  186 58.4 146 1,520 22,800 1.44 

Type IIIw   
23.62 14.17 0.53 -  8.18 54.84 27.85 33.48 236.52 6.23 

600 360 13.4 -  173.2 81.6 136 1,800 32,400 1.9 

Type IIw   
23.62 10.24 0.41 -  6.19 41.53 21.09 18.6 94.9 5.81 

600 260 10.3 -  131.2 61.8 103 1,000 13,000 1.77 

Type IV   
15.75 13.39 0.61 -  11.42 51.14 38.91 42.22 281.78 5.28 

400 340 15.5 -  242 76.1 190 2,270 38,600 1.61 

Type IVw    
23.62 16.54 0.71 -  10.64 71.23 36.25 50.22 413.91 6.53 

600 420 18 -  225.5 106 177 2,700 56,700 1.99 

19.7 15.76 0.95 -  12.64 70.56 43 58.59 459.9 5.74 
Type VL   

500 400 24.3 -  267.5 105 210 3,150 63,000 1.75 

Type VIL   
19.69 17.72 1.09 -  14.43 80.64 49.15 71.05 627.8 5.97 

500 450 27.6 -  305.7 120 240 3,820 86,000 1.82 

ESC Hot Rolled Sheet Piles 

HRU25-750 

Type IIw to HRU30-600 

Type II to Type VL 

Double U Box Pile 

Triple U Box Pile 

Quadruple  U Box Pile 

1/1  

1/2  

1/3  

1/4  

ESC-9J Welded 

Interlock  

U Pile cut in half 

and welded on 

flange 

Section  

Width  Height  Thickness Cross 
Sectional 

Area 

Weight Elastic 
Section 
Modulus  

Moment 
of Inertia  

Coating 
Area (both 

sides per pile) (w) (h) Flange 
(t f) 

Web 
(tw) 

Per Pile Per Wall 

in in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

mm mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

HRU601-600 
23.64 12.214 0.296 0.252 4.65 31.1 15.8 14 84 5.25 

600 310 7.5 6.4 98.3 46.3 77.2 744 11,530 1.6 

HRU602-600 
23.64 12.214 0.323 0.315 5.36 35.9 18.2 15 94 5.25 

600 310 8.2 8 113.3 53.4 89 830 12,870 1.6 

HRU603-600 
23.64 12.214 0.382 0.323 6.54 43.5 22.1 22 136 5.54 

600 310 9.7 8.2 138.3 64.8 108 1200 18,600 1.69 

HRU607-600 
23.64 17.809 0.749 0.418 11.43 76.6 38.9 60 528 6.27 

600 452 19 10.6 241.7 114 190 3200 72,320 1.91 

HRU16-600 
23.64 16.942 0.402 0.331 7.29 48.8 24.8 31 262 5.71 

600 430 10.2 8.4 154.2 72.6 121 1670 35,950 1.74 

HRU18-600 
23.64 16.942 0.441 0.355 7.72 51.7 26.3 33 282 5.71 

600 430 11.2 9 163.3 76.9 128.2 1800 38,650 1.74 

HRU19-600 
23.64 16.942 0.481 0.374 8.14 54.5 27.7 36 302 5.71 

600 430 12.2 9.5 172.3 81.1 135.2 1920 41,320 1.74 

HRU20-600 
23.64 17.73 0.437 0.355 8.22 55 28 38 339 5.91 

600 450 11.1 9 173.9 81.9 136.5 2060 46,380 1.8 

HRU22-600  
23.64 17.73 0.477 0.374 8.65 57.9 29.4 41 361 5.91 

600 450 12.1 9.5 182.9 86.1 143.6 2200 49,460 1.8 

HRU23-600 
23.64 17.73 0.516 0.394 9.08 60.7 30.9 43 383 5.91 

600 450 13.1 10 192 90.4 150.7 2335 52,510 1.8 

HRU26-600 
23.64 17.809 0.559 0.382 9.78 65.5 33.2 50 442 6.1 

600 452 14.2 9.7 206.8 97.4 162.3 2680 60,580 1.86 

HRU28-600 
23.64 17.888 0.599 0.398 10.22 68.4 34.7 53 471 6.1 

600 454 15.2 10.1 216.1 101.8 169.6 2840 64,460 1.86 

HRU30-600 
23.64 17.966 0.638 0.414 10.66 71.4 36.3 56 499 6.1 

600 456 16.2 10.5 225.6 106.2 177.1 3000 68,380 1.86 

29.55 17.73 0.571 0.402 8.89 74.2 30.1 47 411 6.76 
HRU25-750 

750 450 14.5 10.2 188 110.4 147.2 2500 56,240 2.06 

Box Piles can be fabricated out of individual U 

sections to boost the Moment Capacity of the wall 

without changing the pile profile. Corners and 

junctions can be implemented using either a welded 

interlock or slicing a profile and welding it to the end 

profile.  
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         NS-SP SERIES 

Section  

Width  Height  Thickness Cross 
Sectional 

Area 

Weight Elastic 
Section 
Modulus  

Moment of 
Inertia  

Coating Area 
(both side per 

pile) 
(t) Per Pile Per Wall (w) (h) 

in in in in in²/ft  kg/ft  kg/ft²  in³/ft  in4/ft  

mm mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  

FL1   
19.69 1.77 0.37 7.42 41.46 25.27 1.66 2.89 4.56 

500 45 9.5 157.2 61.7 123.4 89 396 1.39 

19.69 1.85 0.50 9.28 51.88 31.62 2.25 4.16 4.63 
FL2   

500 47 12.7 196.7 77.2 154.4 121 570 1.41 

Section  

Width Height Thickness Cross 
Sectional 

Area 

Weight Elastic 
Section 
Modulus  

Moment of 
Inertia  Flange (tf) Web   (tw) Per Pile Per Wall (w) (h) 

in in in in in²/ft  kg/ft  kg/ft²  in³/ft  in4/ft  

mm mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  

NS-SP-10H   
35.43 9.06 0.43 -  5.77 58.06 19.66 16.78 76.65 

900 230 10.8 -  122.2 86.4 96 902 10,500 

NS-SP-25H   
35.43 11.81 0.52 -  7.57 75.94 25.80 29.95 178.12 

900 300 13.2 -  160.4 113 126 1,610 24,400 

NS-SP-45H   
35.43 14.49 0.59 -  9.81 98.78 33.38 45.57 328.50 

900 368 15 -  207.8 147 163 2,450 45,000 

35.43 14.57 0.67 -  11.15 112.22 38.09 51.34 373.03 
NS-SP-50H   

900 370 17 -  236.3 167 186 2,760 51,100 

The FL series is a hot rolled straight web sheet  pile profile. It features high interlocking clutch 

strength. It is ideal for circular structures and coffering. The FL Series Sheet Piles can be 

preassembled as one large cellular unit and dropped in a submerged location, where they can be 

driven in sequence. 

The NS-SP series is a hot rolled sheet pile profile. It offers interlocked clutches on one side and 

features a wide profile of 900mm width. Interlocking clutches are  located at the outer fibre. This 

results in an optimized section profile for high strength and low material weight. The profile 

features a high moment of inertia reducing deflection meeting serviceability requirements. The 

wider profile width for a hot rolled sheet pile  reduces handling and installation time with normal 

driving equipment. The wider profile also  reduces the number of interlocks required for a set wall 

run length, improving water - tightness capabilities.  

         FL SERIES 

ESC Hot Rolled Sheet Piles 

Steel Grades V SYW295, SYW390, SYW430(on  
    request) 

Length 98.0ft maximum  

Delivery 
Options 

V Lifting Hole  
V By container (38.7ft or less) or  
    Break Bulk 
V Corrosion Protection Coatings  

ORDER OPTIONS 

Steel Grades V SYW295, SYW390, SYW430 
V SY295, SY390 
V S355GP, S430GP 
V A572Gr50 

Length 124.6ft  maximum  

Delivery 
Options 

V By container (38.7ft or less) or  
    Break Bulk 

ORDER OPTIONS 

INTERLOCKING CLUTCH 
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Other Steel Grades are available on request. The Yield Point provided is applicable to 
thicknesses less than or equal to 16mm.  

              HOT ROLLED SHEET PILES 

STEEL GRADES & MANUFACTURING TOLERANCES 

                       STEEL GRADES 

                      MANUFACTURING TOLERANCES TO BS EN 10248 

Component ESC-HRZ Series Hot Rolled U Series NS-SP Series FL Series 

Mass  ± 5%  ± 5%  ± 5%  ± 5% 

Length  ± 7.87΄ / 200mm   ± 7.87΄ / 200mm  ± 7.87΄ / 200mm  ± 7.87΄ / 200mm 

Height (ή 7.87΄ / 200mm )  ± 0.197΄ / 5.0mm  ± 0.157΄ / 4.0mm ± 0.157΄ / 4.0mm N/A 

Height (> 7.87΄ / 200mm  & ή 11.81΄ / 300mm )  ± 0.236΄ / 6.0mm  ± 0.197΄ / 5.0mm ± 0.157΄ / 4.0mm N/A 

Height (> 11.81΄ / 300mm )  ± 0.276΄ / 7.0mm  ± 0.197΄ / 5.0mm ± 0.157΄ / 4.0mm N/A 

Thickness (ή 0.335΄ / 8.5 mm) ± 0.0197΄ / 0.5 mm ± 0.0197΄ / 0.5 mm ± 0.0197΄ / 0.5 mm ± 0.0197΄ / 0.5 mm 

Thickness (> 0.355΄ / 8.5 mm) ± 6% of thickness ± 6% of thickness ± 6% of thickness N/A 

Width of Single  ± 2% of width  ± 2% of width  ± 2% of width  ± 2% of width 

Width of Pair   ± 3% of width  ± 3% of width  N/A  N/A 

Straightness   ±0.2% of the length  ±0.2% of the length ±0.2% of the length ±0.2% of the length 

Squareness of Ends  ± 2% of the width  ± 2% of the width ± 2% of the width ± 2% of the width 

ESC Hot Rolled Sheet Piles 

    CLASSIFICATION Minimum Yield 
Strength 

Ultimate Tensile 
Strength 

Minimum 
Elongation 

Region Code Grade ksi MPa ksi MPa % 

USA  

ASTM A252 Grade 1 30 205 50 345 18 

ASTM A252 Grade 2 35 240 60 415 14 

ASTM A252 Grade 3 45 310 66 455 -  

ASTM A572 Grade 42 42 290 60 415 20 

ASTM A572 Grade 50 50 345 65 450 18 

ASTM A572 Grade 55 55 380 70 485 17 

ASTM A572 Grade 60 60 415 75 520 16 

ASTM A572 Grade 65 65 450 80 550 15 

Canada   

CSA 40.21 260W 38 260 86 590 20 

CSA 40.21 300W 44 300 90 620 20 

CSA 40.21 350W 51 350 94 650 19 

CSA 40.21 400W 58 400 100 690 16 

    CLASSIFICATION Minimum Yield 
Strength 

Ultimate Tensile 
Strength 

Minimum 
Elongation 

Region Code Grade ksi MPa ksi MPa % 

Europe   

EN 10248 S240GP 35 240 49 340 26 

EN 10248 S270GP 39 270 59 410 24 

EN 10248 S320GP 46 320 64 440 23 

EN 10248 S355GP 51 355 70 480 22 

EN 10248 S430GP 62 430 71 490 20 

China   

GB/T 700 Q235B 34 235 73 500 26 

GB/T 1591 Q345B 50 345 91 630 20 

GB/T 1591 Q345C 50 345 91 630 21 

GB/T 1591 Q390B 57 390 94 650 20 

GB/T 1591 Q420B 61 420 99 680 19 

Japan   
JIS A5528 SY295 43 295 71 490 17 

JIS A5528 SY390 57 390 78 540 15 
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            INTRODUCTION 

                 Sheet Pile Profiles 

SECTION MODULUS RANGE vs MASS 

ESC COLD ROLLED SHEET PILES 

The cold rolling process involves rolling the sheet pile profile 

continuously at room temperature. The profile thickness is 

constant along the width of the profile. Cold Rolling occurs in a 

continuous section which can be cut at any length. A wide range 

of widths and depths are achievable. Production schedules are 

much more flexible than Hot Rolling of Sheet Piles, which can 

lead to cost -savings due to lower stock requirements and greater 

project -specific profiles and lengths. ESC can offer one of the 

thickest sheet piles (16mm) in the world that can be produced 

using the cold rolling process without any compromise in 

structural properties. ESC can offer 4 different types of cold rolled 

sheet pile profile which covers virtually all applications  ͮfor both 

temporary and permanent usage. 

Frequently, ESC Cold Rolled Sheet Piles are used as an effective 

and equivalent alternative to a Hot Rolled Sheet Pile Profiles, with 

possible cost savings of over 20% with no compromise in design, 

quality or strength. ESC Cold Rolled Sheet Piles have successfully 

been used in most regions globally.  

The ESC Advantage 

V Global Supply Network 

V Unparalleled Technical Support  

V Competitive Pricing  

V Free of Charge Design 

V Supplied project volumes between 8 2ͯ0,000mT 

V Full Suite of Sheet Pile Accessories 

CRZ SERIES CRU SERIES CRM SERIES 

What Our Engineers Say 

;We at ESC offer an extremely wide 
range of Cold Rolled Sheet Pile profiles 
that are high quality and economical 
from a design and a price per unit weight 
perspective.΄ 

WATCH OUR COLD ROLLED SHEET PILE 

PRODUCTION ANIMATION BY 

SCANNING THE QR CODE 

CRW SERIES 

Note the lines shown above are trend- lines. The individual 
profiles may lie at points away from this line. Please see the 
relevant catalog page for exact specifications.  

ESC Cold Rolled Sheet Piles 
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STEVIN ROCK JETTY, UAE BROOKLYN TEMPORARY WORKS, USA 

TIJUANA BASEMENT PARKING, MEXICO UNDERGROUND PARKING LOT, MEXICO 

AL SOWAH PUMP STATION, UAE  AL SAIF ABU DHABI, UAE 

TANK PROTECTION, NETHERLANDS CONTAINMENT BARRIER, NETHERLANDS  

  

  

 

 

               PROJECT REFERENCES 

 

 

ESC Cold Rolled Sheet Piles 
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HIGHEST STRENGTH TO WEIGHT RATIO SHEET PILE IN OUR PRODUCT LINE 

ESC is proud to present its Cold Rolled ESC-CRZ Profile Sheet Piles. The 

design features interlocks that are located symmetrically on both sides 

of the neutral axis. The web is continuous, thus the section modulus and 

shear load transfer are optimised. The profile design has a very 

competitive strength to weight ratio. Due to a deep profile, the design 

features a higher Inertia resulting in reduced deflection. This higher 

inertia together with the option of higher steel grades (430 Mpa) provides 

the most economic solution that meets the performance requirements. 

The piles are usually shipped in pairs to accommodate faster installation 

and better alignment. A wide range of steel grades are available.  

           Z PROFILE SHEET PILES 

ESC-CRZ SERIES 

ESC Cold Rolled Sheet Piles 

Steel Grades V ASTM A572 Gr.50, Gr.55, Gr.60 & Gr.65 
V ASTM A690 Gr.50 
V ASTM A588 Gr.50 
V ASTM A871 Gr.60 & Gr.65 
V ASTM A1018 Gr.50, Gr.60, Gr.70 & Gr.80 
V Others available on request 

Length 114.8ft maximum  
Any project specific length can be produced  

Delivery 
Options 

V Single or Pairs 
V Pairs either loose, welded or crimped 
V Lifting Hole  
V Grip Plate 
V By container (38.7ft or less) or Break Bulk  
V Corrosion Protection Coatings  

ORDER OPTIONS 
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Section  

Width  Height Thickness Cross 
Sectional Area 

Weight Elastic Section 
Modulus  

Moment of 
Inertia  

Coating Area 
(both side per pile) (w) (h) Flange (tf) Web (tw) Per Pile Per Wall 

in in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

mm mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

ESC-CRZ12-700    
27.56 17.32 0.24 0.24 4.24 33.28 14.46 22.08 190.71 6.92 

700 440 6 6 89.9 49.52 70.6 1,187 26,124 2.11 

ESC-CRZ13-670 
26.398 11.938 0.374 0.374 6.57 49.1 22.3 24 144 6.50 

670 303 9.5 9.5 139 73.1 109.1 1,305 19,776 1.98 

ESC-CRZ13-770   
30.31 13.54 0.26 0.26 5.68 48.89 19.35 24.38 166.05 7.22 

770 344 6.5 6.5 120.4 72.75 94.5 1,311 22,747 2.2 

ESC-CRZ14-650   
25.59 13.03 0.31 0.31 5.89 42.82 20.07 25.72 167.05 6.66 

650 331 8 8 124.8 63.72 98 1,383 22,884 2.03 

ESC-CRZ14-670   
26.38 11.97 0.41 0.41 7.31 54.76 24.9 25.87 154.38 6.56 

670 304 10.5 10.5 154.9 81.49 121.6 1,391 21,148 2 

ESC-CRZ14-770    
30.31 13.58 0.39 0.39 6.54 56.27 22.28 26.36 178.43 7.05 

770 345 10 10 138.5 83.74 108.8 1,417 24,443 2.15 

29.52 18.48 0.31 0.31 5.31 44.52 18.07 28.32 261.81 7.18 
ESC-CRZ15-750    

750 469.5 7.75 7.75 112.5 66.25 88.34 1,523 35,753 2.19 

ESC-CRZ16-700   
27.56 18.5 0.28 0.28 5.21 40.78 17.76 29.83 275.09 7.28 

700 470 7 7 110.4 60.68 86.7 1,604 37,684 2.22 

ESC-CRZ17-700   
27.56 16.54 0.33 0.33 6.24 48.77 21.24 32.16 266 7.18 

700 420 8.5 8.5 132.1 72.57 103.7 1,729 36,439 2.19 

ESC-CRZ18-630  
24.8 14.96 0.37 0.37 7.18 50.56 24.45 33.42 249.19 6.69 

630 380 9.5 9.5 152.1 75.24 119.4 1,797 34,135 2.04 

ESC-CRZ18-630N  
24.8 17.730 0.32 0.32 6.27 44.1 21.3 34 302 6.92 

630 450 8.0 8.0 132.7 65.63 104.2 1,839 41,388 2.11 

ESC-CRZ18-700    
27.56 16.54 0.35 0.35 6.57 51.44 22.41 33.48 280.9 7.18 

700 420 9 9 139.3 76.55 109.4 1,800 38,480 2.19 

ESC-CRZ18-800     
31.5 19.69 0.33 0.33 6 53.69 20.44 34.56 339.26 7.84 

800 500 8.5 8.5 127.2 79.9 99.8 1,858 46,474 2.39 

ESC-CRZ19-700    
27.56 16.57 0.37 0.37 6.91 54.01 23.51 34.78 287.76 7.15 

700 421 9.5 9.5 146.3 80.37 114.8 1,870 39,419 2.18 

ESC-CRZ20-700    
27.58 16.578 0.394 0.394 7.26 56.7 24.7 36 299 7.12 

700 421 10 10 153.6 84.41 120.6 1,946 40,954 2.17 

ESC-CRZ20-800    
31.52 18.873 0.374 0.374 6.67 60 22.9 38 358 7.94 

800 479 9.5 9.5 141.2 89.30 111.6 2,053 49,108 2.42 

ESC-CRZ22-700 
27.56 17.68 0.35 0.35 7.07 55.33 24.08 41.85 368.72 7.71 

700 449 9 9 149.8 82.33 117.6 2,250 50,509 2.35 

ESC-CRZ22-800    
31.5 18.912 0.39 0.39 7.07 63.20 24.1 40 380 7.94 

800 480 10 10 149.6 94 117.5 2,167 52,000 2.39 

ESC-CRZ23-800    
31.5 20.87 0.37 0.37 6.94 62.09 23.65 43.38 451.22 8.14 

800 530 9.5 9.5 147.1 92.4 115.5 2,332 61,811 2.48 

ESC-CRZ24-700    
27.56 18.085 0.44 0.44 8.4 65.69 28.60 45.42 409 7.38 

700 459 11.2 11.2 177.9 97.75 139.6 2,442 56,036 2.25 

ESC-CRZ25-630    
24.8 18.9 0.41 0.41 8.52 60 29.02 46.78 440.63 7.18 

630 480 10.5 10.5 180.5 89.29 141.7 2,515 60,360 2.19 

ESC-CRZ25-800    
31.5 20.47 0.41 0.41 7.71 68.95 26.21 46.52 474.94 8.17 

800 520 10.5 10.5 163.3 102.6 128 2,501 65,060 2.49 

ESC-CRZ26-700    
27.56 18.11 0.48 0.48 9.17 71.7 31.21 48.4 436.82 7.38 

700 460 12.2 12.2 194.2 106.7 152.4 2,602 59,838 2.25 

ESC-CRZ27-700    
27.56 20.48 0.41 0.41 8.32 65.08 28.34 50 512 7.78 

700 520 10.5 10.5 176.2 96.84 138.4 2,695 70,166 2.37 

ESC-CRZ27-800    
31.5 20.47 0.45 0.45 8.31 74.32 28.3 49.66 506.76 8.04 

800 520 11.5 11.5 176.1 110.6 138.2 2,670 69,419 2.45 

ESC-CRZ28-700    
27.56 18.15 0.52 0.52 10.02 78.4 34.14 51.43 465.31 7.48 

700 461 13.2 13.2 212.3 116.66 166.7 2,765 63,741 2.28 

ESC-CRZ28-700 12mm    
27.56 19.65 0.47 0.47 9.22 72.15 31.42 52.1 510.24 7.58 

700 499 12 12 195.4 107.36 153.4 2,801 69,896 2.31 

ESC-CRZ28-750    
29.53 22.05 0.39 0.39 7.81 65.45 26.58 52.32 575.09 8.14 

750 560 10 10 165.4 97.4 129.8 2,813 78,780 2.48 

ESC-CRZ29-700  
27.56 21.26 0.41 0.41 8.57 67.04 29.18 55.04 583.21 8.01 

700 540 10.5 10.5 181.5 99.76 142.5 2,959 79,892 2.44 

ESC-CRZ30-750     
29.55 21.67 0.453 0.453 8.88 74.3 30.2 56 604 8.04 

750 550 11.5 11.5 187.8 110.60 147.4 3,006 82,673 2.45 

ESC-CRZ32-675     
26.595 18.75 0.433 0.433 9.66 72.8 32.8 61 570 8.30 

675 476 11.0 11.0 204.4 108.30 160.4 3,279 78,044 2.53 

ESC-CRZ32-750      
29.55 22.06 0.47 0.47 9.32 78.0 31.7 60 655 8.1 

750 560 12.0 12.0 197.2 116.10 154.8 3,202 89,690 2.47 

ESC-CRZ33-675    
26.60 19.109 0.473 0.473 10.01 75.6 34.0 61.23 582.81 7.91 

675 485 12.0 12.0 211.7 112.15 166.2 3,292 79,837 2.41 

ESC-CRZ35-700 
27.58 21.276 0.481 0.481 10.11 79.0 34.4 66.35 703.06 8.14 

700 540 12.2 12.2 213.9 117.53 167.9 3,567 96,309 2.48 

*excludes internal section of interlock  

INTERLOCKING CLUTCH 
t f 

tw 
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Section  

Width  Height Thickness Cross 
Sectional Area 

Weight Elastic Section 
Modulus  

Moment of 
Inertia  

Coating Area 
(both side per pile) (w) (h) Flange (tf) Web (tw) Per Pile Per Wall 

in in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

mm mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

ESC-CRZ36-700    
27.58 21.276 0.481 0.481 10.16 79.4 34.6 67.13 711.34 8.17 

700 540 12.2 12.2 215.0 118.13 168.8 3,609 97,444 2.49 

ESC-CRZ37-700   
27.58 19.661 0.532 0.532 11.26 88.0 38.3 69.34 679.05 8.20 

700 499 13.5 13.5 238.2 130.91 187.0 3,728 93,020 2.50 

ESC-CRZ38-700   
27.58 22.064 0.512 0.512 10.93 85.4 37.2 71.94 790.52 8.79 

700 560 13.0 13.0 231.3 127.14 181.6 3,868 108,291 2.68 

ESC-CRZ40-700   
27.58 22.852 0.512 0.512 11.10 86.7 37.8 74.68 820.72 8.46 

700 580 13.0 13.0 234.9 129.09 184.4 4,015 112,427 2.58 

ESC-CRZ44-700   
27.58 22.852 0.552 0.552 12.21 95.4 41.5 82.64 940.54 8.56 

700 580 14.0 14.0 258.3 141.95 202.8 4,443 128,841 2.61 

ESC-CRZ46-700N   
27.58 22.852 0.571 0.571 12.68 99.0 43.1 85.99 978.75 8.60 

700 580 14.5 14.5 268.2 147.35 210.5 4,623 134,076 2.62 

ESC-CRZ48-700   
27.58 22.852 0.591 0.591 13.44 105.0 45.7 89.88 1042.78 8.79 

700 590 15.0 15.0 284.4 156.27 223.2 4,832 142,846 2.68 

ESC-CRZ48-585-14.5mm  
22.85 21.276 0.571 0.571 14.44 93.5 49.1 89.99 954.55 8.10 

580 540 14.5 14.5 305.5 139.10 239.8 4,838 130,760 2.47 

ESC-CRZ50-580-14.0mm  
22.85 22.852 0.552 0.552 13.93 90.1 47.4 93.69 1022.03 8.10 

580 580 14.0 14.0 294.6 134.13 231.3 5,037 140,004 2.47 

ESC-CRZ50-580     
22.85 22.852 0.630 0.630 15.24 98.6 51.8 93.43 1063.30 7.78 

580 580 16.0 16.0 322.3 146.74 253.0 5,023 145,657 2.37 

ESC-CRZ50-700      
27.58 22.064 0.630 0.630 14.1 110.21 48.0 93.4 1026 8.56 

700 560 16.0 16.0 298.5 164.0 234.3 5,020 140,578 2.61 

27.58 21.67 0.630 0.630 14.4 112.69 49.07 97.2 1050 8.86 
ESC-CRZ52-700      

700 550 16.0 16.0 305.2 167.7 239.6 5,226 143,742 2.70 

*excludes internal section of interlock  

INTERLOCKING CLUTCH 
t f 

tw 

                  EUROPE ORIGIN  INTERLOCKING CLUTCH 
tf 

Section  

Width  Height Thickness Cross 
Sectional Area 

Weight Elastic Section 
Modulus  

Moment of 
Inertia  

Coating Area (both 

side per pile) (w) (h) Flange (tf) Web (tw) Per Pile Per Wall 

in in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

mm mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

ESC-M-CRZ12-700    
27.58 12.372 0.335 0.335 5.84 45.5 19.8 22 135 6.1 

700 314 8.5 8.5 123.5 67.69 96.7 1,180 18,530 1.86 

ESC-ML-CRZ12-743 
29.274 16.036 0.236 0.236 4.07 33.9 13.9 21 171 6.5 

743 407 6 6 86.0 50.5 68.0 1,150 23,440 1.98 

ESC-M-CRZ14A-700    
27.58 12.45 0.355 0.355 6.36 48.5 21.1 26 163 6.14 

700 316 9 9 134.5 72.1 103.0 1,410 22,320 1.87 

ESC-M-CRZ14B-700    
27.58 13.948 0.355 0.355 6.28 48.9 21.3 26 182 6.2 

700 354 9 9 132.8 72.8 104.0 1,410 24,990 1.89 

ESC-M-CRZ14C-700    
27.58 12.411 0.374 0.374 6.57 50.3 21.9 25 156 6.04 

700 315 9.5 9.5 139.0 74.9 107.0 1,360 21,390 1.84 

ESC-M-CRZ18-630    
24.822 14.972 0.374 0.374 7.26 51 24.7 33 263 6.14 

630 380 9.5 9.5 153.5 75.93 120.5 1,800 35,970 1.87 

ESC-M-CRZ18-700    
27.58 16.154 0.355 0.355 6.67 52.1 22.7 34 273 6.63 

700 410 9 9 141.0 77.5 110.7 1,820 37,390 2.02 

ESC-ML-CRZ18-720    
28.368 22.852 0.236 0.236 4.73 38 16.1 33 381 7.32 

720 580 6 6 100.0 56.50 78.47 1,800 52,190 2.23 

ESC-M-CRZ19-630    
24.822 14.972 0.394 0.394 7.56 52.9 25.6 35 261 6.04 

630 380 10 10 160.0 78.75 125.0 1,880 35,790 1.84 

25.61 22.694 0.236 0.236 5.27 38.4 18 36 415 7.38 
ESC-ML-CRZ19-650    

650 576 6 6 111.5 57.10 87.8 1,960 56,850 2.25 

ESC-M-CRZ20-700    
27.58 16.193 0.394 0.394 7.09 57.8 25.1 38 302 6.63 

700 411 10 10 150 85.96 122.8 2,020 41,410 2.02 

ESC-M-CRZ20-743    
29.274 16.193 0.394 0.394 7.23 60.2 24.7 37 302 6.92 

743 411 10 10 153 89.53 120.5 2,010 41,340 2.11 

ESC-M-CRZ22-800    
31.52 18.715 0.433 0.433 7.68 68.9 26.2 41 378 7.22 

800 475 11 11 162.5 102.48 128.1 2,180 51,740 2.2 

ESC-M-CRZ24-700    
27.58 18.124 0.433 0.433 8.37 64.9 28.3 46 413 6.79 

700 460 11 11 177 96.6 138 2,460 56,560 2.07 

ESC-M-CRZ25-630    
24.822 17.966 0.394 0.394 8.33 58.6 28.3 47 423 6.73 

630 456 10 10 176.2 87.13 138.3 2,540 57,910 2.05 

ESC-M-CRZ25-750    
29.55 18.715 0.433 0.433 8.18 68.5 27.9 47 436 7.19 

750 475 11 11 173 102 136 2,520 59,700 2.19 

ESC-M-CRZ27-700    
27.58 17.966 0.433 0.433 8.6 67.7 29.5 50 451 7.09 

700 456 11 11 182 100.8 144 2,710 61,740 2.16 

ESC-M-CRZ28-700    
27.58 18.715 0.433 0.433 8.74 68.7 29.9 53 490 7.22 

700 475 11 11 185 102.2 146 2,830 67,110 2.2 

ESC-M-CRZ30-700    
27.58 18.754 0.473 0.473 9.56 74.8 32.6 57 534 7.22 

700 476 12 12 202.3 111.3 159 3,080 73,210 2.2 

*excludes internal section of interlock  
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                  OTHER CONFIGURATIONS 

Box King Piles (fabricated out of 2 CRZ Piles 

& 1 Cold Formed U Pile) 

1 2 

3 

1 2 

4 3 Box King Piles (fabricated out of 2 CRZ Piles 

& 1 Cold Formed U Pile) 

                  CORNER PILES 

OPTION 1 

Cut & weld on section from CRZ 

Sheet Pile 

OPTION 2 

ESC CR Interlock welded 

OPTION 3 

Cold Form bending of flange 

ESC is able to offer 3 options for Corner Pile configurations in the ESC-CRZ Series. Option 1 is frequently used when the installation 

contractor prefers to create their own corner piles on site depending on the as -driven layout. However this produces wastage on the 

offcut pile. Option 2 allows welding at the mill or on site and provides the installation contractor with more flexibility on   corner pile 

location. Option 3 provides an option where no welding is required. Option 3 provides increased accuracy at corners that are deviated 

from the typical 90Ɣ corner. 



 

Technical Hotline: 1-980-689-4388 I engineering@escsteel.com 

A REUSABLE AND ECONOMIC ALTERNATIVE TO HOT ROLLED U SHEET PILES  

The ESC-CRU series is a cold rolled sheet pile profile. U-shaped 

steel sheet piles have long been familiar to designers and 

constructors because of the long -standing traditions and 

technologies, and are widely used for permanent structures, 

temporarily installed soil - retaining construction and temporary 

cofferdams. ESC-CRU profiles provide an economic alternative to 

Hot Rolled U Sheet Piles as they are of similar size and possess 

similar structural properties, with a  section modulus ranging from 

500cm3/m all the way up to 4,650cm 3/m. With over 50 choices in 

profile, the CRU series sheet piles allow greater fine tuning in the 

design for the most economical solution.  

            U PROFILE SHEET PILES 

ESC-CRU SERIES 

ESC Cold Rolled Sheet Piles 

Steel Grades V ASTM A572 Gr. 42, Gr.50, Gr.60 & Gr.65 
V ASTM A690 Gr.50 
V ASTM A588 Gr.50 
V ASTM A871 Gr.60 & Gr.65 
V ASTM A1018 Gr.50, Gr.60, Gr.70 & Gr.80 
V Others available on request 

Length 114.8ft maximum  
Any project specific length can be produced  

Delivery Options V Single or Pairs 
V Pairs either loose, welded or crimped 
V Lifting Hole  
V Grip Plate 
V By container (38.7ft or less) or Break Bulk  
V Corrosion Protection Coatings  

ORDER OPTIONS 
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Section  

Width  Height Thickness Cross Sectional 
Area 

Weight Elastic Section 
Modulus  

Moment of 
Inertia  

Coating Area 
(both side per pile) (t) Per Pile Per Wall (w) (h) 

in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

ESC-CRU5-600   
23.62 5.91 0.37 5.62 37.90 19.25 9.49 27.92 4.99 

600 150 9.5 119.0 56.4 94.0 510 3,825 1.52 

ESC-CRU7-600   
23.62 13.39 0.24 4.63 31.05 15.77 13.86 92.45 6.43 

600 340 6.0 98.1 46.2 77.0 745 12,665 1.96 

ESC-CRU8-600   
23.62 12.80 0.28 5.19 34.81 17.67 15.35 97.86 6.20 

600 325 7.0 110.0 51.8 86.3 825 13,406 1.89 

ESC-CRU11-600   
23.62 14.17 0.31 6.21 41.66 21.16 20.65 145.85 6.50 

600 360 8.0 131.6 62.0 103.3 1,110 19,980 1.98 

ESC-CRU12-450   
17.72 14.17 0.39 8.68 43.68 29.57 23.25 164.12 5.45 

450 360 10.0 184.0 65.0 144.4 1,250 22,482 1.66 

ESC-CRU12-600    
23.62 12.20 0.35 6.49 43.55 22.12 22.32 135.78 6.04 

600 310 9.0 137.6 64.8 108.0 1,200 18,600 1.84 

ESC-CRU12-600A 
23.64 15.76 0.296 12.06 41 20.8 23 184 6.82 

600 400 7.5 77.8 61.07 101.8 1,257 25,143 2.08 

ESC-CRU12-700   
27.56 17.32 0.30 5.81 45.43 19.78 22.51 194.33 7.55 

700 440 7.5 123.0 67.6 96.6 1,210 26,620 2.3 

ESC-CRU13-600   
23.62 15.76 0.31 3.92 43.77 22.24 24.87 195.24 6.82 

600 400 8.0 83.0 65.1 108.6 1,337 26,745 2.08 

ESC-CRU15-600   
23.62 15.76 0.35 4.41 49.24 25.01 27.83 218.42 6.82 

600 400 9.0 93.4 73.3 122.1 1,496 29,921 2.08 

ESC-CRU15-675   
26.57 16.54 0.33 6.70 51.00 22.94 28.27 233.02 7.41 

675 420 8.5 142.0 75.9 112.0 1,520 31,920 2.26 

ESC-CRU16-400   
15.75 11.42 0.45 9.62 43.01 32.77 29.11 165.66 4.66 

400 290 11.5 203.8 64.0 160.0 1,565 22,693 1.42 

ESC-CRU16-600   
23.62 15.76 0.39 4.89 54.71 27.79 30.75 241.35 6.82 

600 400 10.0 103.7 81.4 135.7 1,653 33,061 2.08 

ESC-CRU17-500   
19.69 16.54 0.47 10.57 59.14 36.04 30.88 254.48 6.14 

500 420 12.0 224.0 88.0 176.0 1,660 34,860 1.87 

ESC-CRU17-750   
29.53 16.93 0.37 7.13 59.88 24.37 31.06 262.11 7.84 

750 430 9.5 151.0 89.1 119.0 1,670 35,905 2.39 

ESC-CRU18-600   
23.62 16.93 0.37 7.81 52.35 26.58 33.48 282.51 6.86 

600 430 9.5 165.4 77.9 129.8 1,800 38,700 2.09 

ESC-CRU18-750   
29.53 18.11 0.35 7.09 59.47 24.17 33.11 298.86 8.23 

750 460 9.0 150.3 88.5 118.0 1,780 40,940 2.51 

ESC-CRU20-650   
25.59 19.69 0.39 5.71 63.83 29.92 37.74 370.34 7.97 

650 500 10.0 121.0 95.0 146.1 2,029 50,732 2.43 

ESC-CRU20-650A    
25.59 21.26 0.31 7.08 51.48 24.13 38.60 408.98 8.01 

650 540 8.0 150.1 76.6 117.8 2,075 56,025 2.44 

29.55 18.124 0.394 25.48 65 26.4 37 337 8.1 
ESC-CRU20-750   

750 460 10 164.4 96.8 129 2,005 46,115 2.47 

ESC-CRU21-750   
29.53 19.69 0.39 7.99 67.00 27.24 38.69 364.42 8.10 

750 500 10.0 169.3 99.7 133.0 2,080 49,920 2.47 

ESC-CRU22-600   
23.62 19.69 0.39 8.81 59.07 30.00 40.92 401.50 7.35 

600 500 10.0 186.6 87.9 146.5 2,200 55,000 2.24 

ESC-CRU22-650   
25.59 19.69 0.43 6.28 70.22 32.93 41.33 405.54 7.97 

650 500 11.0 133.1 104.5 160.8 2,222 55,553 2.43 

ESC-CRU23-750   
29.53 18.90 0.41 8.18 68.61 27.87 42.32 398.58 8.14 

750 480 10.5 173.4 102.1 136.1 2,275 54,600 2.48 

ESC-CRU23-650  
25.610 21.26 0.355 16.97 57.8 27.1 43 452 8.01 

650 540 9 109.5 86 132.3 2,295 61,954 2.44 

ESC-CRU23-700  
27.58 21.26 0.355 17.67 60.2 26.2 43 453 8.33 

700 540 9 114 89.52 127.9 2,299 62,060 2.54 

ESC-CRU23-750A  
29.55 21.26 0.355 18.37 62.5 25.4 43 454 8.66 

750 540 9 118.5 93.05 124.1 2,302 62,153 2.64 

ESC-CRU24-650   
25.59 19.69 0.47 6.85 76.61 35.92 44.88 440.42 7.97 

650 500 12.0 145.2 114.0 175.4 2,413 60,331 2.43 

ESC-CRU25-750  
29.55 18.518 0.453 29.17 74.50 30.2 47 429 8.07 

750 470 11.5 188.2 110.8 147.7 2,500 58,750 2.46 

INTERLOCKING CLUTCH 

ESC Cold Rolled Sheet Piles 

*excludes internal section of interlock  
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Section  

Width  Height Thickness Cross Sectional 
Area 

Weight Elastic Section 
Modulus  

Moment of 
Inertia  

Coating Area 
(both side per pile) (t) Per Pile Per Wall (w) (h) 

in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

   ESC-CRU25-650   
25.610 21.26 0.394 18.86 64.2 30.1 47 500 8.01 

650 540 10 121.7 95.54 147.0 2,539 68,549 2.44 

   ESC-CRU25-700  
27.58 21.26 0.394 19.64 66.8 29.1 47 501 8.33 

700 540 10 126.7 99.47 142.1 2,543 68,669 2.54 

25.59 21.26 0.394 20.41 69.5 28.2 47 502 8.66 
   ESC-CRU25-750  

750 540 10 131.7 103.39 137.9 2,547 68,773 2.64 

   ESC-CRU26-650   
25.59 21.26 0.39 8.79 63.84 29.92 47.62 504.58 7.94 

650 540 10 186.2 95 146.1 2,560 69,120 2.42 

   ESC-CRU26-650A   
25.59 21.26 0.41 6.03 67.42 31.6 49.61 525.72 8.01 

650 540 10.5 127.8 100.3 154.3 2,667 72,017 2.44 

   ESC-CRU26-650B   
25.59 22.06 0.39 6.22 69.55 32.6 50.2 551.57 8.66 

650 560 10 131.8 103.5 159.2 2,699 75,557 2.64 

   ESC-CRU26-700   
27.56 22.06 0.39 6.46 72.19 31.44 50.2 551.6 8.99 

700 560 10 136.8 107.4 153.5 2,699 75,562 2.74 

   ESC-CRU26-750   
29.53 17.76 0.47 9.06 76.07 30.92 47.99 424.71 7.91 

750 451 12 192 113.2 151 2,580 58,179 2.41 

   ESC-CRU27-650   
25.59 21.26 0.43 6.32 70.63 33.1 51.34 545.8 6.92 

650 540 11 133.9 105.1 161.6 2,760 74,767 2.11 

   ESC-CRU27-700   
27.56 21.26 0.43 6.58 73.52 32.01 51.6 546.79 8.33 

700 540 11 139.4 109.4 156.3 2,774 74,903 2.54 

   ESC-CRU27-750   
29.53 22.06 0.39 6.69 74.82 30.41 50.2 551.64 9.32 

750 560 10 141.8 111.3 148.5 2,699 75,567 2.84 

   ESC-CRU28-600   
23.62 18.9 0.47 10.2 68.48 34.78 52.82 497.57 7.12 

600 480 12 216 101.9 169.8 2,840 68,160 2.17 

   ESC-CRU28-750   
29.53 21.26 0.43 6.84 76.43 31.05 51.89 549.97 8.66 

750 540 11 144.9 113.7 151.6 2,790 75,338 2.64 

   ESC-CRU29-650   
25.59 22.06 0.43 6.84 76.51 35.88 54.98 604.28 8.66 

650 560 11 145 113.9 175.2 2,956 82,778 2.64 

   ESC-CRU29-700   
27.56 22.06 0.43 7.1 79.41 34.57 55 604.35 8.99 

700 560 11 150.5 118.2 168.8 2,957 82,787 2.74 

   ESC-CRU29-750   
29.53 22.06 0.43 7.36 82.31 33.44 55 604.4 9.32 

750 560 11 156 122.5 163.3 2,957 82,794 2.84 

   ESC-CRU30-650   
25.59 21.26 0.47 6.9 77.04 36.13 56.19 595.46 8.01 

650 540 12 146.1 114.7 176.4 3,021 81,570 2.44 

   ESC-CRU30-700   
27.56 21.26 0.47 7.18 80.21 34.92 56.3 596.54 8.33 

700 540 12 152.1 119.4 170.5 3,027 81,718 2.54 

   ESC-CRU30-750   
29.53 21.26 0.47 7.46 83.38 33.87 56.38 597.48 8.66 

750 540 12 158.1 124.1 165.4 3,031 81,847 2.64 

   ESC-CRU32-600   
23.62 20.47 0.51 11.42 76.61 38.91 59.52 607.36 7.35 

600 520 13 242 114 190 3,200 83,200 2.24 

   ESC-CRU32-650   
25.59 22.06 0.47 7.47 83.46 39.14 59.74 656.57 8.66 

650 560 12 158.2 124.2 191.1 3,212 89,941 2.64 

   ESC-CRU32-700   
27.56 22.06 0.47 7.75 86.63 37.72 59.76 656.66 8.99 

700 560 12 164.2 128.9 184.2 3,213 89,953 2.74 

   ESC-CRU32-750   
29.53 23.82 0.43 9.63 80.64 32.77 58.96 700.02 9.12 

750 605 11 204 120 160 3,170 95,893 2.78 

   ESC-CRU32-750A   
29.53 22.06 0.47 8.03 89.79 36.5 59.76 656.73 9.32 

750 560 12 170.2 133.6 178.2 3,213 89,963 2.84 

   ESC-CRU35-750   
29.53 23.94 0.47 10.67 89.38 36.25 64.45 768.95 9.28 

750 608 12 226 133 177 3,465 105,336 2.83 

   ESC-CRU37-750   
29.53 24.02 0.51 11.47 96.1 39.12 69.75 834.71 9.22 

750 610 13 243 143 191 3,750 114,344 2.81 

   ESC-CRU40-750   
29.53 24.02 0.55 12.41 104.16 42.39 75.24 900.62 9.28 

750 610 14 263 155 207 4,045 123,373 2.83 

   ESC-CRU43-750   
29.53 24.02 0.59 13.36 112.22 45.67 80.72 965.86 9.32 

750 610 15 283 167 223 4,340 132,309 2.84 

   ESC-CRU46-750   
29.53 24.21 0.63 14.25 119.62 48.54 86.4 1042.69 9.32 

750 615 16 302 178 237 4,645 142,834 2.84 

ESC Cold Rolled Sheet Piles 

INTERLOCKING CLUTCH 

*excludes internal section of interlock  
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                     BOX PILES 

OPTION 1 

Cut & weld on section 

from CRU Sheet Pile 

                    CORNER PILES 

OPTION 2 

ESC Welded Interlocks 

OPTION 3 

Cold Form bending of CRU 

flange at any angle between 20Ɣ 

to 120Ɣ 

ESC is able to offer 3 options for 

Corner Pile configurations in the ESC-

CRU Series. Option 1 is frequently 

used when the installation contractor 

prefers to create their own corner piles 

on site depending on the as-driven 

layout. However this produces 

wastage on the offcut pile. Option 2 

allows welding at the mill or on site 

and provides the installation 

contractor with more flexibility on  

corner pile location. Option 3 provides 

an option with no welding required 

and provides increased accuracy at 

corners that are deviated from the 

typical 90Ɣ corner. 

Quadruple CRU Box Pile Triple CRU Box Pile Double CRU Box Pile 

1/1  

1/2  

1/3  

1/4  

ESC-CRU Series Sheet Piles can be combined 

to create special arrangements. These 

combined sections presented can greatly 

amplify the bending strength of a single 

section by over 5 times. Box Piles with 

intermediate standard U Piles can be 

designed. The welded box section can also be 

incorporated along a certain section of the 

length where the bending moments are the 

highest. Please contact our engineering 

department at engineering@escsteel.com if 

you would like to receive more information 

about the presented combined pile systems.  

                     COMBINED WALL CONFIGURATIONS  

ESC Cold Rolled Sheet Piles 
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WIDE PROFILE 900MM WIDTH COLD ROLLED SHEET PILE 

Within ESCͻs cold rolled sheet pile portfolio is the ESC-CRM 

Series. The design features a 900mm Wide U Sheet Pile. The 

flange and track have a rolled dimple which improves the 

stiffness of the profile, improving driveability. A wide range of 

steel grades are available to cater to various international 

standards and project codes. Featuring more than 30% fewer 

interlocks versus standard U sheet pile walls improves overall 

seepage characteristics of the installed sheet pile wall.  

            WIDE U PROFILE SHEET PILES 

ESC-CRM SERIES 

ESC Cold Rolled Sheet Piles 

Steel Grades V ASTM A572 Gr. 42, Gr.50, Gr.60 & Gr.65 
V ASTM A690 Gr.50 
V ASTM A588 Gr.50 
V ASTM A871 Gr.60 & Gr.65 
V ASTM A1018 Gr.50, Gr.60, Gr.70 & Gr.80 
V Others available on request 

Length 78.7ft maximum  
Any project specific length can be produced  

Delivery Options V Lifting Hole  
V Grip Plate 
V By container (38.7ft or less) or Break Bulk  
V Corrosion Protection Coatings  

ORDER OPTIONS 
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Section  

Width  Height Thickness Cross Sectional 
Area 

Weight Elastic Section 
Modulus  

Moment of 
Inertia  

Coating Area 
(both side per pile) (t) Per Pile Per Wall (w) (h) 

in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

35.43 12.11 0.22 3.64 40.72 13.80 15.16 91.50 9.22 
ESC-CRM9-900   

900 307.5 5.5 77.2 60.60 67.40 815 12,534 2.81 

ESC-CRM9-900A   
35.43 12.13 0.24 3.98 44.42 15.05 16.52 99.82 9.22 

900 308 6.0 84.3 66.10 73.50 888 13,674 2.81 

ESC-CRM9-900B   
35.43 12.15 0.26 4.31 48.18 16.30 17.87 108.15 9.22 

900 308.5 6.5 91.3 71.70 79.60 961 14,815 2.81 

ESC-CRM10-900   
35.43 12.17 0.28 4.64 51.88 17.55 19.21 116.47 9.22 

900 309 7.0 98.3 77.20 85.70 1,033 15,955 2.81 

ESC-CRM11-900   
35.43 12.19 0.30 4.97 55.57 18.82 20.55 124.79 9.22 

900 309.5 7.5 105.3 82.70 91.90 1,105 17,095 2.81 

ESC-CRM11-900A   
35.43 12.20 0.31 5.30 59.27 20.07 21.89 133.12 9.22 

900 310 8.0 112.3 88.20 98.00 1,177 18,236 2.81 

ESC-CRM11-900B   
35.43 13.68 0.26 4.53 51.27 17.14 20.59 140.36 9.71 

900 347.5 6.5 96 76.30 83.70 1,107 19,227 2.96 

ESC-CRM11-900C   
35.43 13.70 0.28 4.88 54.50 18.47 22.13 151.16 9.71 

900 348 7.0 103.4 81.10 90.20 1,190 20,707 2.96 

ESC-CRM12-900   
35.43 12.22 0.33 5.64 62.97 21.32 23.21 141.45 9.22 

900 310.5 8.5 119.4 93.70 104.10 1,248 19,377 2.81 

ESC-CRM12-900A   
35.43 13.72 0.30 5.23 58.40 19.78 23.68 161.97 9.71 

900 348.5 7.5 110.8 86.90 96.60 1,273 22,187 2.96 

ESC-CRM13-900   
35.43 13.74 0.31 5.57 62.29 21.09 25.22 172.77 9.71 

900 349 8.0 118.1 92.70 103.00 1,356 23,667 2.96 

ESC-CRM14-900   
35.43 13.76 0.33 5.92 66.19 22.43 26.77 183.58 9.71 

900 349.5 8.5 125.5 98.50 109.50 1,439 25,148 2.96 

ESC-CRM15-900   
35.43 13.78 0.35 6.27 70.09 23.74 28.31 194.38 9.71 

900 350 9.0 132.9 104.30 115.90 1,522 26,628 2.96 

ESC-CRM16-900   
35.43 13.80 0.37 6.62 73.99 25.07 29.83 205.20 9.71 

900 350.5 9.5 140.3 110.10 122.40 1,604 28,110 2.96 

              CORNER PILES 

Excavated Side 

Retained Side Excavated Side 

Retained Side 

INTERLOCKING CLUTCH 

ESC Cold Rolled Sheet Piles 

*excludes internal section of interlock  
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ECONOMICAL WIDE PROFILE SHEET PILE WITH HALF THE INTERLOCKS 

OF Z SHEET PILE WALLS 

The ESC CRW Series is a wide profile U Sheet Pile which is the 

widest rolled single sheet pile in the industry. It features the 

same interlocks as the ESC-CRZ Series, but is equivalent to a 

paired Z sheet pile. It has a high strength to weight ratio and 

excellent seepage characteristics as it has the fewest interlocks 

per unit width. There is a large spectrum in the strength and 

sizing, allowing the designer to optimise their design to the 

application. The lower strength range is optimal for cutoff wall 

applications.  

     WIDE U PROFILE SHEET PILES 

ESC-CRW SERIES 

ESC Cold Rolled Sheet Piles 

Steel Grades V ASTM A572 Gr. 42, Gr.50, Gr.60 & Gr.65 
V ASTM A690 Gr.50 
V ASTM A588 Gr.50 
V ASTM A871 Gr.60 & Gr.65 
V ASTM A1018 Gr.50, Gr.60, Gr.70 & Gr.80 
V Others available on request 

Length 78.7ft maximum for ESC-CRW6 to ESC-CRW14 
114.8ft maximum for ESC-CRW14 to ESC-CRW34 
Any project specific length can be produced  

Delivery Options V Lifting Hole  
V Grip Plate 
V By container (38.7ft or less) or Break Bulk  
V Corrosion Protection Coatings  

ORDER OPTIONS 
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Section  

Width  Height Thickness Cross Sectional 
Area 

Weight Elastic Section 
Modulus  

Moment of Inertia  Coating Area (both 

sides per pile) (w) (h) (t) Per Pile Per Wall 

in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

   ESC-CRW3A   
27.56 5.75 0.16 2.64 20.7 9.01 4.93 14.2 6.46 

700 146 4 56 30.8 44 265 1,945 1.97 

   ESC-CRW3B   
27.56 5.79 0.2 3.32 25.94 11.3 6.1 17.64 6.5 

700 147 5 70.3 38.6 55.2 328 2,417 1.98 

   ESC-CRW4A   
27.56 5.83 0.24 3.97 31.05 13.52 7.29 21.24 6.46 

700 148 6 84.1 46.2 66 392 2,910 1.97 

   ESC-CRW4B   
27.56 5.87 0.28 4.57 35.75 15.56 8.31 24.71 6.4 

700 149 7 96.8 53.2 76 447 3,385 1.95 

   ESC-CRW5A   
27.56 5.91 0.31 5.29 41.4 18.02 9.45 28.27 6.5 

700 150 8 112 61.6 88 508 3,872 1.98 

   ESC-CRW6   
23.62 9.88 0.20 4.27 28.61 14.54 12.63 63.84 11.45 

600 251 5.2 90.4 42.58 70.97 679 8,718 3.49 

   ESC-CRW7   
61.42 13.39 0.24 3.63 63.3 12.37 13.76 97.82 13.32 

1560 340 6 76.9 94.2 60.4 740 13,400 4.06 

   ESC-CRW9   
55.91 16.02 0.24 3.99 63.3 13.58 18.23 157.24 13.29 

1420 407 6 84.5 94.2 66.3 980 21,540 4.05 

   ESC-CRW10   
53.15 17.72 0.2 3.49 52.75 11.9 18.04 167.61 13.29 

1350 450 5 74 78.5 58.1 970 22,960 4.05 

   ESC-CRW11   
52.36 17.72 0.24 4.26 63.3 14.5 19.72 198.12 13.25 

1330 450 6 90.2 94.2 70.8 1060 27,140 4.04 

   ESC-CRW12A   
50 17.72 0.24 4.46 63.3 15.2 23.25 219 13.29 

1270 450 6 94.5 94.2 74.2 1250 30,000 4.05 

   ESC-CRW12B   
56.3 15.39 0.33 5.61 89.71 19.11 23.44 200.02 13.29 

1430 391 8.5 118.9 133.5 93.3 1260 27,400 4.05 

   ESC-CRW13   
46.65 19.69 0.26 5.18 68.61 17.63 25.85 218.34 13.29 

1185 500 6.5 109.7 102.1 86.1 1390 29,910 4.05 

   ESC-CRW14A   
47.05 18.94 0.28 5.53 73.85 18.84 27.16 294.99 13.29 

1195 481 7 117.2 109.9 92 1460 40,410 4.05 

   ESC-CRW14B   
55.12 14.84 0.37 6.41 100.26 21.81 26.41 219.8 13.29 

1400 377 9.5 135.7 149.2 106.5 1420 30,110 4.05 

   ESC-CRW15   
50.39 17.72 0.31 5.9 84.4 20.09 27.9 277.11 13.25 

1280 450 8 125 125.6 98.1 1500 37,960 4.04 

   ESC-CRW16A   
44.49 19.69 0.28 5.85 73.85 19.91 29.39 335.14 13.29 

1130 500 7 123.9 109.9 97.2 1580 45,910 4.05 

   ESC-CRW17   
51.97 17.72 0.35 6.43 94.95 21.91 31.99 303.75 13.29 

1320 450 9 136.3 141.3 107 1720 41,610 4.05 

   ESC-CRW18   
49.02 19.33 0.31 5.92 82.4 20.17 32.74 399.12 12.86 

1245 491 8 125.5 122.62 98.5 1760 54,674 3.92 

   ESC-CRW19   
49.02 19.33 0.33 6.32 87.87 21.5 34.97 425.77 12.93 

1245 491 8.5 133.8 130.76 105 1880 58,325 3.94 

   ESC-CRW20   
49.02 19.37 0.35 6.71 93.37 22.86 37.2 452.57 12.96 

1245 492 9 142.2 138.95 111.6 2000 61,996 3.95 

   ESC-CRW21   
49.02 19.37 0.37 7.11 98.91 24.21 39.43 479.52 13.02 

1245 492 9.5 150.6 147.19 118.2 2120 65,687 3.97 

   ESC-CRW22   
49.02 19.41 0.39 7.51 104.49 25.58 41.85 506.6 13.06 

1245 493 10 159.1 155.49 124.9 2250 69,397 3.98 

   ESC-CRW24   
49.21 19.41 0.41 7.88 110.1 26.85 43.9 533.81 13.12 

1250 493 10.5 167 163.84 131.1 2360 73,125 4 

   ESC-CRW25   
49.21 19.45 0.43 8.28 115.75 28.22 46.31 561.16 13.16 

1250 494 11 175.5 172.25 137.8 2490 76,871 4.01 

   ESC-CRW26   
49.21 19.45 0.45 8.69 121.44 29.61 48.55 588.61 13.22 

1250 494 11.5 184.2 180.72 144.6 2610 80,632 4.03 

   ESC-CRW27   
49.21 19.49 0.47 9.1 127.17 31.01 50.59 616.19 13.25 

1250 495 12 192.9 189.24 151.4 2720 84,409 4.04 

   ESC-CRW28   
49.41 19.49 0.49 9.48 132.93 32.28 52.45 643.86 13.32 

1255 495 12.5 200.8 197.81 157.6 2820 88,200 4.06 

   ESC-CRW29   
49.41 19.53 0.51 9.89 138.73 33.69 54.68 671.64 13.35 

1255 496 13 209.5 206.44 164.5 2940 92,005 4.07 

   ESC-CRW30   
49.41 19.53 0.53 10.31 144.57 35.1 56.73 699.5 13.42 

1255 496 13.5 218.4 215.13 171.4 3050 95,822 4.09 

   ESC-CRW31   
49.41 19.57 0.55 10.72 150.44 36.54 58.78 727.46 13.45 

1255 497 14 227.2 223.87 178.4 3160 99,652 4.1 

   ESC-CRW32   
49.61 19.57 0.57 11.1 156.35 37.83 60.64 755.51 13.52 

1260 497 14.5 235.2 232.66 184.7 3260 103,494 4.12 

   ESC-CRW34    
49.61 19.61 0.59 11.53 162.29 39.26 62.68 783.63 13.55 

1260 498 15 244.2 241.51 191.7 3370 107,346 4.13 

49.61 19.61 0.611 39.25 168.3 40.7 65 812 13.62 
   ESC-CRW35 

1260 498 15.5 253.2 250.42 198.7 3,480 111,208 4.15 

   ESC-CRW36   
49.61 19.65 0.63 12.38 174.3 42.17 66.77 840.08 13.65 

1260 499 16 262.2 259.38 205.9 3590 115,079 4.16 

INTERLOCKING CLUTCH 

ESC Cold Rolled Sheet Piles 

*excludes internal section of interlock  
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            INTRODUCTION 

ESC COLD FORMED SHEET PILES 

Cold forming processes are when the steel sheet pile is profiled 

at room temperature. The profile thickness is constant along the 

width of the profile. Cold Forming of Sheet Piles is completed in 

discrete lengths instead of a continuous rolling process. A wide 

range of widths and depths are achievable. This production 

process provides the following benefits:  

V  Much greater flexibility in forming dimensions. Cold Forming 

involves pressing the cut steel plate at various locations, which 

can be customised by varying the pressing penetration depth. 

This means that numerous profiles and sizes can be produced 

without any change of manufacturing equipment.  Profile widths 

can also be much wider, with single sheet piles being over 1.5m 

width, much wider than any sheet pile produced by rolling 

processes. 

V  Various interlock configurations -  ESC is experienced in the 

design & manufacture of various interlock systems, such as the 

The ESC Advantage 

V Global Supply Network 

V Wide Sheet Pile Product Range 

V Competitive Pricing  

V Free of Charge Design 

                 Sheet Pile Profiles 

EU SERIES 

                SECTION MODULUS RANGE vs MASS 

What Our Engineers Say 

;ESC is a global pioneer of Cold Formed 
Sheet Piles, with global patents dating 
back over 30 years ago for wide profile 
sheet piles, trench piles and various 
interlock designs.  

WATCH OUR COLD FORMED SHEET 

PILE PRODUCTION ANIMATION BY 

SCANNING THE QR CODE 

BP SERIES CFW SERIES T SERIES LSB SERIES 

Note the lines shown above are trendlines. The individual profiles may 
lie at points away from this line. Please see the relevant catalog page 
for exact specifications.  

ESC Cold Formed Sheet Piles 

EU and BP which uses Pipe & Box sections respectively. These 

can offer advantages to rolled interlocks from a grouting aspect 

and also ease of installation.  

V  Lower machinery costs  ͮdue to the simplicity of a cold 

forming production line, these translate to lower production 

costs especially when it comes to low volume, special profile 

jobs 

V  Unlimited number of configurations  ͮnumerous variables, 

such as angle, web width, flange width, interlock size allow a 

virtually limitless number of configurations to be designed and 

produced 

V  Corner Pile Production without extra welding or forming  

V  Special Piles can be produced ͮ  tapered sheet piles, sheet 

piles with varying thickness along the length and more can be 

produced. 

V Small orders possible  

V Easy to supply special piles, 

corner piles, tapered piles and 

more 
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              PROJECT REFERENCES 

RUBIS OIL TANK PROTECTION, NETHERLANDS 

KIMANIS POWER PLANT, MALAYSIA 

MALACCA RIVER BEAUTIFICATION, MALAYSIA 

ALTAMIRA, MEXICO 

DRAINAGE SYSTEM TRENCH, CAMBODIA AD TRENCH, UAE 

DAVIS BASE MATERIAL OFFLOADING FACILITY, ANTARCTICA  JB BASEMENT CAR PARK, MALAYSIA 

  

 

 

  

ESC Cold Formed Sheet Piles 
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A WIDE PROFILE SHEET PILE WITH A BOX  

INTERLOCKING CLUTCH FOR EASY GROUTING 

Designed with an open clutch suitable for post installation 

grout sealing, the ESC-BP Series sheet pile is ideal for de-

watering works, groundwater cutoff walls and pollution 

control situations. This pile with its light weight wide profile 

resulting in fewer clutches per unit length of wall provides an 

attractive commercial proposition for retaining walls and 

other applications.  

          WIDE U PROFILE SHEET PILES 

ESC-BP SERIES 

ESC Cold Formed Sheet Piles 

Steel Grades V ASTM A572 Gr. 42, Gr.50, Gr.60 & Gr.65 
V ASTM A690 Gr.50 
V ASTM A588 Gr.50 
V ASTM A871 Gr.60 & Gr.65 
V ASTM A1018 Gr.50, Gr.60, Gr.70 & Gr.80 
V Others available on request 

Length 46.0ft maximum  
Longer lengths can be spliced (>100ft possible)  
Any project specific length can be produced  

Delivery Options V Lifting Hole  
V Grip Plate 
V By container (38.7ft or less) or Break Bulk  
V Corrosion Protection Coatings  

ORDER OPTIONS 
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              CORNER PILES 

 Section  

Width  Height Thickness Cross 
Sectional 

Area 

Weight Elastic 
Section 
Modulus  

Moment of 
Inertia  

Coating Area 
(both sides) 

(w) (h) (t) Per Pile Per Wall 

in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

   ESC-6BP-S   
41.85 11.46 0.23 4.33 51.48 14.77 11.16 66.80 9.35 

1,063 291 5.75 91.8 76.60 72.10 600 9,150 2.85 

   ESC-7BP-S   
40.79 12.64 0.23 4.45 51.48 15.13 13.02 82.78 9.35 

1,036 321 5.75 94.2 76.60 73.90 700 11,340 2.85 

   ESC-8BP-S   
39.45 13.86 0.23 4.60 51.48 15.65 14.88 101.47 9.35 

1,002 352 5.75 97.4 76.60 76.40 800 13,900 2.85 

   ESC-9BP-S   
37.44 14.65 0.23 4.84 51.48 16.51 16.74 121.25 9.35 

951 372 5.75 102.6 76.60 80.60 900 16,610 2.85 

   ESC-10BP-S   
35.55 15.31 0.23 5.10 51.48 17.39 18.60 140.53 9.35 

903 389 5.75 108.1 76.60 84.90 1,000 19,250 2.85 

   ESC-11BP-S   
33.54 15.91 0.23 5.40 51.48 18.41 20.46 161.55 9.35 

852 404 5.75 114.5 76.60 89.90 1,100 22,130 2.85 

   ESC-12BP-S   
31.73 16.34 0.23 5.71 51.48 19.46 22.32 181.48 9.35 

806 415 5.75 121 76.60 95.00 1,200 24,860 2.85 

   ESC-13BP    
48.58 17.44 0.31 5.54 72.37 17.88 24.74 206.01 11.38 

1,234 443 7.75 117.4 107.69 87.30 1,330 28,220 3.47 

   ESC-13BP-S   
29.905 16.745 0.227 6.07 51.48 20.66 24 203 9.35 

759 425 5.75 128.5 76.60 100.9 1,310 27,820 2.85 

   ESC-14BP    
47.44 17.95 0.31 5.67 72.37 18.31 26.04 224.04 11.38 

1,205 456 7.75 120.2 107.69 89.40 1,400 30,690 3.47 

   ESC-14BP-S   
28.289 17.06 0.227 6.42 51.48 21.83 26 223 9.35 

718 433 5.75 135.9 76.60 106.6 1,410 30,550 2.85 

   ESC-15BP    
45.98 18.50 0.31 5.85 72.37 19.93 27.90 247.84 11.38 

1,168 470 7.75 124 107.69 97.30 1,500 33,950 3.47 

   ESC-16BP-S   
57.051 21.237 0.305 5.48 84.87 17.86 30 300 13.35 

1,448 539 7.75 116.0 126.30 87.2 1,610 41,080 4.07 

   ESC-16BP   
44.49 19.06 0.31 6.05 72.37 19.52 29.76 273.09 11.38 

1,130 484 7.75 128.2 107.69 95.30 1,600 37,410 3.47 

   ESC-17BP    
42.91 19.61 0.31 6.27 72.37 20.23 31.81 299.96 11.38 

1,090 498 7.75 132.8 107.69 98.80 1,710 41,090 3.47 

   ESC-18BP-S   
54 22.419 0.305 5.77 87.87 18.8 33 355 13.35 

1,376 569 7.75 122.1 126.30 91.80 1,790 48,590 4.07 

   ESC-18BP   
41.65 20.00 0.31 6.46 72.37 20.85 33.48 322.59 11.38 

1,058 508 7.75 136.9 107.69 101.80 1,800 44,190 3.47 

   ESC-19BP    
40.35 20.35 0.31 6.67 72.37 21.52 35.15 346.39 11.38 

1,025 517 7.75 141.3 107.69 105.10 1,890 47,450 3.47 

   ESC-20BP-S   
51.22 23.522 0.305 6.11 87.87 19.91 37 416 13.35 

1,300 597 7.75 129.2 126.30 97.2 2,000 56,920 4.07 

   ESC-20BP   
57.87 20.59 0.38 6.56 107.65 22.32 37.01 359.01 13.48 

1,470 523 9.75 138.9 160.20 109.00 1,990 49,180 4.11 

   ESC-21BP    
56.54 21.18 0.38 6.71 107.65 22.86 39.06 389.97 13.48 

1,436 538 9.75 142.1 160.20 111.60 2,100 53,420 4.11 

   ESC-21BP ͮ S 
37.706 21.04 0.305 7.15 72.37 24.33 39 398 11.38 

957 534 7.75 151.3 107.69 118.8 2,100 54,480 3.47 

   ESC-22BP-S  
48.501 24.389 0.305 6.45 84.87 21.01 41.00 474 13.35 

1,231 619 7.75 136.5 126.30 102.6 2,190 64,940 4.07 

   ESC-22BP 
55.16 21.73 0.38 6.88 107.65 23.43 41.11 422.45 13.48 

1,401 552 9.75 145.7 160.20 114.40 2,210 57,870 4.11 

   ESC-23BP    
54.09 22.13 0.38 7.01 107.65 23.88 42.78 447.86 13.48 

1,374 562 9.75 148.5 160.20 116.60 2,300 61,350 4.11 

   ESC-23BP-S 
35.302 21.552 0.305 7.64 72.37 23.04 43 447 11.38 

896 547 7.75 161.7 107.69 112.5 2,300 61,260 3.47 

   ESC-24BP    
53.03 22.48 0.38 7.15 107.65 24.35 44.45 474.06 13.48 

1,347 571 9.75 151.5 160.20 118.90 2,390 64,940 4.11 

   ESC-24BP-S 
45.665 25.177 0.305 6.85 84.87 22.32 45 538 13.35 

1,159 639 7.75 145.0 126.3 109.0 2,410 73,760 4.07 

   ESC-25BP   
51.57 22.99 0.38 7.35 107.65 25.05 46.87 510.56 13.48 

1,310 584 9.75 155.8 160.20 122.30 2,520 69,940 4.11 

   ESC-26BP   
50.43 23.35 0.38 7.52 107.65 25.60 48.55 539.03 13.48 

1,281 593 9.75 159.3 160.20 125.00 2,610 73,840 4.11 

   ESC-27BP   
49.29 23.66 0.38 7.69 107.65 26.19 50.59 568.52 13.48 

1,252 601 9.75 163 160.20 127.90 2,720 77,880 4.11 

   ESC-28BP   
48.15 23.98 0.38 7.88 107.65 26.83 52.45 599.11 13.48 

1,223 609 9.75 166.9 160.20 131.00 2,820 82,070 4.11 

   ESC-29BP   
47.36 24.17 0.38 8.01 107.65 27.28 53.94 620.06 13.48 

1,203 614 9.75 169.6 160.20 133.20 2,900 84,940 4.11 

   ESC-30BP   
46.18 24.49 0.38 8.21 107.65 27.98 55.99 652.55 13.48 

1,173 622 9.75 174 160.20 136.60 3,010 89,390 4.11 

   ESC-31BP   
51.30 22.01 0.46 8.88 129.25 30.23 57.47 589.48 13.48 

1,303 559 11.75 188.1 192.33 147.60 3,090 80,750 4.11 

   ESC-32BP   
50.24 22.28 0.46 9.07 129.25 30.88 59.52 619.04 13.48 

1,276 566 11.75 192.1 192.33 150.80 3,200 84,800 4.11 

   ESC-34BP   
48.43 22.76 0.46 9.40 129.25 32.03 63.05 670.21 13.48 

1,230 578 11.75 199.2 192.33 156.40 3,390 91,810 4.11 

   ESC-36BP   
46.57 23.15 0.46 9.77 129.25 33.28 66.77 723.80 13.48 

1,183 588 11.75 207 192.33 162.50 3,590 99,150 4.11 

   ESC-38BP   
44.72 23.50 0.46 10.18 129.25 34.67 70.87 780.01 13.48 

1,136 597 11.75 215.7 192.33 169.30 3,810 106,850 4.11 

Due to the flexibility of the forming process, 

the ESC-BP Series Sheet Piles can be 

formed to almost any corner configuration, 

without requiring any wastage or welding. 

Note that the interlocks should be 

orientated toward the retained side as 

shown in the following figures.  

INTERLOCKING CLUTCH 

              CLASSIFICATION 

All sheet piles, excluding the -S Series are 

class 2 or 3 for grade S355 and below.  

BP-S Series sheet piles are class 3 for 

S275 and below in accordance to EN 1993-

5:2007. Contact engineering@escsteel.com 

if further detail is required  

ESC Cold Formed Sheet Piles 

Excavated Side 

Retained Side 

Excavated Side 

Retained Side 



 

Technical Hotline: 1-980-689-4388 I engineering@escsteel.com ESC Cold Formed Sheet Piles 

A WIDE PROFILE SHEET PILE WITH A PIPE CLUTCH OFFERING EFFECTIVE 

ANNULAR SEALING FOR OUTSTANDING FLUID CUTOFF 

A wide profile pile utilising a robust ball joint clutch, the ESC -

EU Series is efficient in terms of weight and installation 

costs. It is suitable for temporary and permanent works. The 

profile is especially effective in marine conditions where 

strength and installation efficiency are premium 

considerations.  

ESC also offers EU sheet piles made in the USA in standard 

widths for the North American market.  

         WIDE U PROFILE SHEET PILES 

ESC-EU SERIES 

Steel Grades V ASTM A572 Gr. 42, Gr.50, Gr.60 & Gr.65 
V ASTM A690 Gr.50 
V ASTM A588 Gr.50 
V ASTM A871 Gr.60 & Gr.65 
V ASTM A1018 Gr.50, Gr.60, Gr.70 & Gr.80 
V Others available on request 

Length 14.0m maximum  
Longer lengths can be spliced (>30m possible)  
Any project specific length can be produced  

Delivery Options V Lifting Hole  
V Grip Plate 
V By container (11.8m or less) or Break Bulk 
V Corrosion Protection Coatings  

   ORDER OPTIONS 

Section  

Width  Height Thickness Cross Sectional 
Area 

Weight Elastic Section 
Modulus  

Moment of 
Inertia  

Coating Area 
(both sides)  

(w) (h) (t) Per Pile Per Wall 

in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

   ESC-40BP   
43.19 23.78 0.46 10.54 129.25 35.90 74.21 827.02 13.48 

1,097 604 11.75 223.3 192.33 175.30 3,990 113,290 4.11 

   ESC-42BP   
54.37 26.14 0.55 10.82 166.90 36.84 78.49 967.47 14.89 

1,381 664 14.00 229.2 248.36 179.90 4,220 132,530 4.54 

   ESC-44BP   
53.07 26.46 0.55 11.08 166.90 37.72 81.47 1018.28 14.89 

1,348 672 14.00 234.7 248.36 184.20 4,380 139,490 4.54 

   ESC-46BP   
51.34 26.89 0.55 11.45 166.90 38.99 85.75 1088.94 14.89 

1,304 683 14.00 242.6 248.36 190.40 4,610 149,170 4.54 

   ESC-48BP   
50.04 27.20 0.55 11.75 166.90 40.02 88.91 1144.13 14.89 

1,271 691 14.00 248.9 248.36 195.40 4,780 156,730 4.54 

   ESC-50BP   
48.27 27.56 0.55 12.18 166.90 41.49 93.56 1220.93 14.89 

1,226 700 14.00 258.1 248.36 202.60 5,030 167,250 4.54 

INTERLOCKING CLUTCH 
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 CORNER PILES 

Section  

Width  Height Thickness Cross 
Sectional 

Area 

Weight Elastic 
Section 
Modulus  

Moment of 
Inertia  

Coating Area 
(both side per pile) 

(t) Per Pile Per Wall (w) (h) 

in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

31.5 6.73 0.23 3.45 30.84 11.74 6.14 22.19 6.5 
   ESC-EU3   

800 171 5.75 73 45.9 57.3 330 3,040 1.98 

   ESC-EU4   
30.31 7.4 0.23 3.58 30.84 12.19 7.44 28.47 6.5 

770 188 5.75 75.8 45.9 59.5 400 3,900 1.98 

   ESC-EU5   
29.13 8.23 0.23 3.73 30.84 12.7 9.3 36.94 6.5 

740 209 5.75 79 45.9 62 500 5,060 1.98 

   ESC-EU6   
27.17 9.33 0.23 3.99 30.84 13.6 11.16 50.22 6.5 

690 237 5.75 84.6 45.9 66.4 600 6,880 1.98 

   ESC-EU7   
28.74 8.27 0.31 5.07 41.4 17.29 12.83 50.15 6.59 

730 210 7.75 107.5 61.6 84.4 690 6,870 2.01 

   ESC-EU8   
27.56 9.29 0.31 5.3 41.4 18.04 15.07 64.61 6.63 

700 236 7.75 112.2 61.6 88.1 810 8,850 2.02 

   ESC-EU9   
30.31 10.28 0.31 5.42 46.7 18.47 16.93 81.91 7.28 

770 261 7.75 114.9 69.5 90.2 910 11,220 2.22 

   ESC-EU12   
45.67 15.98 0.31 5.36 69.42 18.25 23.25 190.02 10.7 

1,160 406 7.75 113.5 103.3 89.1 1,250 26,030 3.26 

   ESC-EU13   
44.88 16.1 0.31 5.45 69.42 18.55 24.18 198.27 10.7 

1,140 409 7.75 115.4 103.3 90.6 1,300 27,160 3.26 

   ESC-EU14   
43.7 16.89 0.31 5.6 69.42 19.07 26.23 221.19 10.66 

1110 429 7.75 118.6 103.3 93.1 1410 30,300 3.25 

   ESC-EU15   
41.73 17.28 0.31 5.86 69.42 19.97 28.27 245.5 10.66 

1060 439 7.75 124.2 103.3 97.5 1520 33,630 3.25 

   ESC-EU18   
55.51 19.06 0.37 6.24 98.31 21.26 33.48 308.13 12.63 

1410 484 9.5 132.2 146.3 103.8 1800 42,210 3.85 

   ESC-EU19   
54.72 19.49 0.37 6.33 98.31 21.57 34.78 324.85 12.63 

1390 495 9.5 134.1 146.3 105.3 1870 44,500 3.85 

   ESC-EU20   
53.15 19.41 0.37 6.51 98.31 22.18 36.27 342.66 12.63 

1350 493 9.5 138 146.3 108.3 1950 46,940 3.85 

   ESC-EU21   
51.97 20.12 0.37 6.67 98.31 22.71 38.69 372.74 12.63 

1320 511 9.5 141.3 146.3 110.9 2080 51,060 3.85 

   ESC-EU22   
50.39 20.31 0.38 7.03 100.67 23.96 40.92 406.17 12.63 

1280 516 9.75 149 149.8 117 2200 55,640 3.85 

   ESC-EU23   
50 20.31 0.38 7.09 100.67 24.17 42.22 411.28 12.63 

1,270 516 9.75 150.3 149.8 118 2,270 56,340 3.85 

   ESC-EU24   
47.64 23.03 0.38 7.03 100.67 23.96 44.64 406.17 11.94 

1,210 585 9.75 149 149.8 117 2,400 55,640 3.64 

   ESC-EU25   
46.46 22.4 0.38 6.61 100.67 22.53 46.5 411.28 11.48 

1180 569 9.75 140.1 149.8 110 2500 56,340 3.5 

   ESC-EU26   
46.06 22.28 0.38 7.7 100.67 26.23 48.36 519.4 12.63 

1170 566 9.75 163.2 149.8 128.1 2600 71,150 3.85 

   ESC-EU27   
45.67 22.6 0.38 8.09 104.83 27.57 49.85 563.93 12.76 

1160 574 9.75 171.5 156 134.6 2680 77,250 3.89 

   ESC-EU28   
50.39 20.87 0.46 8.72 124.86 29.72 51.34 522.24 12.8 

1280 530 11.75 184.8 185.8 145.1 2760 71,540 3.9 

   ESC-EU32   
54.33 24.21 0.46 8.9 137.22 30.31 59.52 701.97 14.07 

1380 615 11.75 188.5 204.2 148 3200 96,160 4.29 

   ESC-EU36   
50.79 25.28 0.46 9.52 137.22 32.42 66.77 817.16 14.11 

1290 642 11.75 201.7 204.2 158.3 3590 111,940 4.3 

   ESC-EU38   
49.21 26.02 0.46 8.9 137.22 30.31 59.52 701.97 12.76 

1250 661 11.75 188.5 204.2 148 3200 96,160 3.89 

   ESC-EU40   
56.69 23.23 0.61 12.38 182.58 42.17 85.56 1006.67 15.55 

1,440 590 15.5 262.3 271.7 205.9 4,600 137,900 4.74 

   ESC-EU46   
51.97 24.49 0.61 12.38 182.58 42.17 85.56 1006.67 14.24 

1,320 622 15.5 262.3 271.7 205.9 4,600 137,900 4.34 

   ESC-EU48   
50.39 25.24 0.61 12.76 182.58 43.46 89.28 1090.55 14.24 

1280 641 15.5 270.3 271.7 212.2 4800 149,390 4.34 

   ESC-EU50   
48.82 25.51 0.61 13.17 182.58 44.87 93 1153.98 11.48 

1240 648 15.5 279.1 271.7 219.1 5000 158,080 3.5 

   ESC-EU60   
41.73 29.09 0.61 15.41 182.58 52.49 111.6 1636.51 13.45 

1060 739 15.5 326.5 271.7 256.3 6000 224,180 4.1 

   ESC-EU65   
59.06 29.09 0.71 14.73 246.96 50.18 120.9 1718.06 11.25 

1500 739 18 312.1 367.5 245 6500 235,350 3.43 

   ESC-EU70   
59.06 29.61 0.79 16.23 272.29 55.3 131.69 1924.21 11.22 

1500 752 20 343.9 405.2 270 7080 263,590 3.42 

   ESC-EU80  
59.06 30.08 0.87 18.2 298.84 61.97 148.99 2205.55 11.48 

1500 764 22 385.5 444.7 302.6 8010 302,130 3.5 

INTERLOCKING CLUTCH 

ESC Cold Formed Sheet Piles 

The slotted pipe clutch can be 

orientated at any angle allowing almost 

any corner configuration, without 

requiring any wastage or additional 

welding. For internal corners a special 

piece can be fabricated with little cost 

due to the flexibility in the cold forming 

process. Note that the interlocks should 

be orientated toward the retained side 

as shown in the following figures.  

Excavated Side 

Retained Side 

Excavated Side 

Retained Side 

*excludes internal section of interlock  
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AN ECONOMIC & SIMPLE WIDE PROFILE COLD FORMED SHEET PILE WITHOUT 

ANY WELDING 

The ESC CFW series was developed to enable a wide profile 

sheet pile to be produced economically without any 

requirement for interlock clutch welding. ESC -CFW sheet piles 

have excellent driveability due to the interlock design. A large 

range of sizes and strengths can be designed. The 

manufacturing process gives full flexibility in the profile 

design allowing features such as corner piles, tapered piles.  

           WIDE U PROFILE SHEET PILES 

ESC-CFW SERIES 

ESC Cold Formed Sheet Piles 

Steel Grades V ASTM A572 Gr. 42, Gr.50, Gr.60 & Gr.65 
V ASTM A690 Gr.50 
V ASTM A588 Gr.50 
V ASTM A871 Gr.60 & Gr.65 
V ASTM A1018 Gr.50, Gr.60, Gr.70 & Gr.80 
V Others available on request 

Length 46.0ft maximum  
Longer lengths can be spliced  
Any project specific length can be produced  

Delivery Options V Lifting Hole  
V Grip Plate 
V By container (38.7ft or less) or Break Bulk  
V Corrosion Protection Coatings  

ORDER OPTIONS 

               NORTH AMERICAN SIZES 

Section  

Width  Height Thickness Cross 
Sectional 

Area 

Weight Elastic 
Section 
Modulus  

Moment of 
Inertia  

Coating Area 
(both side per pile) 

(w) (h) (t) Per Pile Per Wall 

in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

ESC-EU14-770 
60.676 15.839 0.375 5.79 99.52 19.68 27 224 12.83 

1,540 402 9.525 122.5 148.1 96.1 1,440 30,640 3.91 

ESC-EU19-700 
55.16 18.794 0.375 6.39 99.52 21.71 36 339 12.86 

1,400 477 9.525 135.1 148.1 106.0 1,930 46,480 3.92 

ESC-EU26-700 
55.16 18.912 0.500 8.55 133.59 29.08 49 460 12.96 

1,400 480 12.7 180.9 198.8 142.0 2,610 63,010 3.95 

ESC-EU38-700 
55.16 24.152 0.500 9.86 154.02 33.55 73 874 14.93 

1,400 613 12.7 208.6 229.2 163.8 3,900 119,700 4.55 

ESC-EU48-700 
55.16 25.768 0.625 12.15 189.77 41.31 88 1132 14.93 

1,400 654 15.875 257.0 282.4 201.7 4,740 155,080 4.55 

ESC-EU50-580 
45.704 28.053 0.500 11.90 154.02 40.49 94 1328 14.93 

1,160 712 12.7 251.8 229.2 197.7 5,080 181,880 4.55 

INTERLOCKING CLUTCH 



 

COLD ROLLED SHEET PILES 
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  CORNER PILES 

Section  

Width  Height Thickness Cross 
Sectional 

Area 

Weight Elastic 
Section 
Modulus  

Moment of 
Inertia  

Coating 
Area (both side 

per pile) (t) Per Pile Per Wall (w) (h) 
 in in in in²/ft  lb/ft  lb/ft²  in³/ft  in4/ft  ft²/ft  

 mm mm mm cm²/m  kg/m  kg/m²  cm³/m  cm4/m  m²/m  

  ESC-C-CFW7   
39.17 11.69 0.23 4.09 45.50 13.93 13.21 78.11 8.89 

995 297 5.75 86.6 67.71 68.00 710 10,700 2.71 

  ESC-C-CFW8   
37.80 12.72 0.23 4.25 45.50 14.48 14.88 96.07 9.22 

960 323 5.75 90.1 67.71 70.70 800 13,160 2.81 

  ESC-C-CFW9   
35.43 13.50 0.23 4.52 45.50 15.38 16.93 116.14 9.84 

900 343 5.75 95.7 67.71 75.10 910 15,910 3.00 

  ESC-C-CFW10   
33.66 14.02 0.23 4.75 45.50 16.18 18.60 132.13 10.37 

855 356 5.75 100.6 67.71 79.00 1,000 18,100 3.16 

  ESC-C-CFW11   
31.69 14.37 0.23 5.06 45.50 17.22 20.27 148.04 10.99 

805 365 5.75 107.1 67.71 84.10 1,090 20,280 3.35 

  ESC-C-CFW12   
29.33 14.84 0.23 5.47 45.50 18.62 22.69 170.46 11.88 

745 377 5.75 115.8 67.71 90.90 1,220 23,350 3.62 

  ESC-C-CFW13   
45.75 15.79 0.31 5.67 73.59 19.29 24.33 192.28 9.19 

1,162 401 7.75 120.1 109.51 94.20 1,308 26,340 2.80 

  ESC-C-CFW14   
44.37 16.38 0.31 5.84 73.59 19.91 26.19 213.82 9.48 

1,127 416 7.75 123.8 109.51 97.20 1,408 29,290 2.89 

  ESC-C-CFW15   
43.35 16.93 0.31 5.98 73.59 20.38 27.64 233.16 9.74 

1,101 430 7.75 126.7 109.51 99.50 1,486 31,940 2.97 

  ESC-C-CFW16   
41.69 17.48 0.31 6.22 73.59 21.18 29.76 259.30 10.17 

1,059 444 7.75 131.7 109.51 103.40 1,600 35,520 3.10 

  ESC-C-CFW17   
40.16 17.87 0.31 6.44 73.59 21.91 31.56 282.22 10.56 

1,020 454 7.75 136.4 109.51 107.00 1,697 38,660 3.22 

  ESC-C-CFW18   
38.78 18.27 0.31 6.68 73.59 22.77 33.52 306.53 10.99 

985 464 7.75 141.6 109.51 111.20 1,802 41,990 3.35 

  ESC-C-CFW19   
37.28 18.66 0.31 6.95 73.59 23.67 35.53 331.86 11.48 

947 474 7.75 147.3 109.51 115.60 1,910 45,460 3.50 

  ESC-C-CFW20   
36.06 18.90 0.31 7.19 73.59 24.47 37.50 353.69 11.91 

916 480 7.75 152.3 109.51 119.50 2,016 48,450 3.63 

  ESC-C-CFW21   
34.80 19.17 0.31 7.45 73.59 25.37 39.32 376.02 12.37 

884 487 7.75 157.8 109.51 123.90 2,114 51,510 3.77 

  ESC-C-CFW22   
33.86 19.21 0.31 7.67 73.59 26.11 40.68 389.67 12.76 

860 488 7.75 162.4 109.51 127.50 2,187 53,380 3.89 

  ESC-C-CFW23   
37.24 17.72 0.38 8.76 92.58 29.82 42.69 380.33 11.52 

946 450 9.75 185.5 137.77 145.60 2,295 52,100 3.51 

  ESC-C-CFW24   
36.22 18.27 0.38 9.01 92.58 30.66 44.73 410.70 11.84 

920 464 9.75 190.8 137.77 149.70 2,405 56,260 3.61 

  ESC-C-CFW25   
35.20 18.39 0.38 9.27 92.58 31.56 46.37 430.48 12.24 

894 467 9.75 196.3 137.77 154.10 2,493 58,970 3.73 

  ESC-C-CFW26   
34.02 18.62 0.38 9.59 92.58 32.67 48.56 457.13 12.70 

864 473 9.75 203.1 137.77 159.50 2,611 62,620 3.87 

  ESC-C-CFW27   
33.66 18.54 0.38 9.69 92.58 32.99 49.96 462.60 12.83 

855 471 9.75 205.3 137.77 161.10 2,686 63,370 3.91 

  ESC-C-CFW28   
32.68 18.94 0.38 9.98 92.58 34.00 51.80 492.53 13.25 

830 481 9.75 211.4 137.77 166.00 2,785 67,470 4.04 

  ESC-C-CFW29   
44.09 20.43 0.46 9.90 123.97 33.73 54.14 551.66 10.73 

1,120 519 11.75 209.8 184.48 164.70 2,911 75,570 3.27 

  ESC-C-CFW30   
43.31 20.79 0.46 10.08 123.97 34.34 55.71 579.62 10.96 

1,100 528 11.75 213.6 184.48 167.70 2,995 79,400 3.34 

  ESC-C-CFW32   
41.65 21.06 0.46 10.48 123.97 35.72 59.37 624.08 11.42 

1,058 535 11.75 222.1 184.48 174.40 3,192 85,490 3.48 

  ESC-C-CFW34   
40.00 21.50 0.46 10.92 123.97 37.19 63.11 677.44 11.94 

1,016 546 11.75 231.3 184.48 181.60 3,393 92,800 3.64 

  ESC-C-CFW36   
38.35 21.89 0.46 11.39 123.97 38.79 67.03 733.21 12.50 

974 556 11.75 241.3 184.48 189.40 3,604 100,440 3.81 

  ESC-C-CFW38   
36.81 22.17 0.46 11.84 123.97 40.33 70.57 782.41 13.02 

935 563 11.75 250.8 184.48 196.90 3,794 107,180 3.97 

35.43 22.40 0.46 12.32 123.97 41.98 74.31 833.81 13.58 
  ESC-C-CFW40   

900 569 11.75 261.1 184.48 205.00 3,995 114,220 4.14 

Due to the flexibility of the forming 

process, the ESC-C-CFW Series 

Sheet Piles can be formed to almost 

any corner configuration, without 

requiring any wastage or welding. 

Note that the interlocks should be 

orientated toward the retained side 

as shown in the following figures.  

INTERLOCKING CLUTCH 

ESC Cold Formed Sheet Piles 

Excavated Side 

Retained Side 

Excavated Side 

Retained Side 

*excludes internal section of interlock  
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THE PERFECT SOLUTION FOR SHALLOW EXCAVATIONS 
AND TRENCHES 

ESC trench sheet products offer a highly efficient retention system for shallow excavations.  ESC trench sheet can be used to support 
earth banks for the safety of construction workers, and are ideal for reinforcement of waterway banks and services trenches.   The strength, 
speed and flexibility of light trench sheets makes it ideal for all forms of temporary and permanent works. The trench piles also offer good 

durability and ease of installation and extraction allows sustainable construction.  

           TRENCH SHEETS 

ESC T-SERIES 

Section 

Width Height Thickness Weight Section Modulus   

(w) (h) (t) Per Pile Per Wall Section Wall 

in in in lb/ft  lb/ft²  in³  in³/ft  

mm mm mm kg/m  kg/m²  cm³  cm³/m  

  ESC-T35-3.5   
13.00 1.38 0.14 7.39 6.82 0.28 0.84 

330 35 3.5 10.99 33.3 14.95 45.29 

  ESC-T35-3.7   
13.00 1.38 0.15 7.81 7.21 0.29 0.89 

330 35 3.7 11.62 35.21 15.7 47.59 

  ESC-T35-4.0   
13.00 1.38 0.16 8.44 7.79 0.31 0.95 

330 35 4.0 12.56 38.06 16.85 51.07 

  ESC-T35-5.0   
13.00 1.42 0.20 10.55 9.74 0.38 1.16 

330 36 5.0 15.7 47.58 20.63 62.50 

  ESC-T35-6.0   
13.00 1.46 0.24 12.66 11.69 0.44 1.34 

330 37 6.0 18.84 57.09 23.73 71.91 

  ESC-T40-3.5   
15.75 1.69 0.14 9.23 7.03 0.41 1.02 

400 43 3.5 13.74 34.34 21.98 54.94 

  ESC-T40-3.7   
15.75 1.69 0.15 9.76 7.44 0.43 1.08 

400 43 3.7 14.52 36.31 23.14 57.86 

  ESC-T40-4.0   
15.75 1.69 0.16 10.55 8.04 0.46 1.16 

400 43 4.0 15.7 39.25 24.85 62.14 

  ESC-T40-5.0   
15.75 1.73 0.20 13.19 10.05 0.57 1.41 

400 44 5.0 19.63 49.06 30.41 76.03 

  ESC-T40-6.0   
15.75 1.77 0.24 15.83 12.06 0.67 1.66 

400 45 6.0 23.55 58.88 35.77 89.42 

  ESC-T60-6.0   
23.62 2.60 0.24 23.74 12.06 1.57 2.61 

600 66 6.0 35.33 58.88 84.24 140.40 

  ESC-T60-8.0   
23.62 2.68 0.31 31.65 16.08 2.02 3.37 

600 68 8.0 47.1 78.5 108.59 180.99 

  ESC-T80-4.0   
31.50 4.72 0.16 21.10 8.04 2.30 2.87 

800 120 4.0 31.4 39.25 123.57 154.47 

  ESC-T80-6.0   
31.50 4.80 0.24 31.65 12.06 3.33 4.17 

800 122 6.0 47.1 58.88 179.3 224.13 

  ESC-T80-8.0   
31.50 4.88 0.31 42.20 16.08 4.40 5.50 

800 124 8.0 62.8 78.5 236.72 295.90 

ESC Cold Formed Sheet Piles 

Steel Grades V ASTM A572 Gr. 42, Gr.50, Gr.60 & Gr.65 
V ASTM A690 Gr.50 
V ASTM A588 Gr.50 
V ASTM A871 Gr.60 & Gr.65 
V ASTM A1018 Gr.50, Gr.60, Gr.70 & Gr.80 
V Others available on request 

Length 39.3ft maximum  
Any project specific length can be produced  

Delivery 
Options 

V Lifting Hole  
V By container or Break Bulk 

ORDER OPTIONS 

ESC-T35, T40, T60 

ESC-T80 
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ESC TRENCH PILE INSTALLATION VIDEO 

Scan the QR Code below: 


